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* * * First Change * * * *

[bookmark: _Toc68061989]4.15.6.3d	ECS Address Configuration Information Parameters
ECS Address Configuration Information parameters that an AF may provide are described in Table 4.15.6.3d-1. An AF includes in ECS Address Configuration Information ECS Address, ECS ID, and ECS Provider ID optionally along with DNN(s) and S-NSSAI(s). ECS Address Configuration Information is stored as Session Management Subscription data. If DNN(s) and S-NSSAI(s) are included, the ECS Address Configuration Information is stored by UDM in association with the DNN and the S-NSSAI. The ECS Address Configuration Information is associated with a DNN and S-NSSAI included in the message from UDM.
Table 4.15.6.3d-1: Description of ECS Address Configuration Information parameters
	Parameters
	Description

	ECS Address Configuration Information
	Consists of one or more FQDN(s) and/or IP Address(es) of Edge Configuration Server(s).

	ECS Provider ID
	Identifier of edge computing service provider that provides the Edge Configuration Server

	ECS ID
	Identifier of Edge Configuration Server

	DNN(s) 
	DNN(s) for the Edge Configuration Server

	S-NSSAI(s) 
	S-NSSAI(s) for the Edge Configuration Server



Editor's note:	It is FFS for multiple ECS address configuration information.


* * * End of Change * * * *


