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Abstract: This contribution proposes to add identifiers for Layer-2 UE-to-Network Relay.
1. Introduction/Discussion
It is agreed in last meeting that the RSC can indicate if the UE-to-Network Relay is a Layer-3 or Layer-2 UE-to-Network Relay. For Layer-3 UE-to-Network Relay, RSC contained in the discovery message is associated with PDU session parameters. For Layer-2 UE-to-Network Relay, there is no need to use RSC to differentiate the services and a Remote UE can get the PLMN ID of the UE-to-Network Relay during the Relay discovery process based on clause 6.7.2.3 of TR 23.752 and RAN2 agreement, so there is also no need to associate different RSCs with different PLMNs.
Proposal 1: No information needs to be associated with the RSC for Layer-2 UE-to-Network Relay, and the RSC only indicates the Layer-2 UE-to-Network Relay service.
In addition, RAN2 agreements on Relay (re)selection part include
Proposal 16: Include the information required for agreed additional AS criteria in discovery message.
Proposal 2-2 [easy]: For L2 relay, PLMN ID supported as additional AS criteria for relay (re)selection.  Whether cell ID is used can be further discussed by RAN2.
Proposal 2: PLMN ID of the UE-to-Network Relay can be provided to Remote UE during the discovery. The other identifiers requires cooperation with RAN2.
2. Text Proposal
[bookmark: _Toc519004414]It is proposed to capture the following changes vs. TS 23.304.
[bookmark: _Toc43388417][bookmark: _Toc43735648][bookmark: _Toc43994221]* * * * First change * * * *
[bookmark: _Toc69744413][bookmark: _Toc45012615][bookmark: _Toc51754041][bookmark: _Toc51754175][bookmark: _Toc51839002][bookmark: _Toc60323333]5.9.3.3	Identifiers for Layer-2 UE-to-Network Relay 
Editor’s note:	It is FFS Any identifiers that are used in addition to the identifiers specified in 5.9.3.1 for Layer-2 UE-to-Network Relay use caserequires cooperation with RAN2.
Editor’s note:	It is FFS with what information the RSC is associated for Layer-2 UE-to-Network Relay use case. 
[bookmark: _GoBack]The following parameters are used in addition to the parameters specified in 5.9.3.1, for both Model A and Model B, to assist the UE-to-Network Relay (re)selection:
-	Serving PLMN ID of the UE-to-Network Relay.

* * * * End of changes * * * *
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