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***** Start of changes *****
[bookmark: _Hlk61333557]5.30.2.X.2.2	Architecture
Figure 5.30.X.2.2-1 depicts the architecture for Onboarding of UEs in an ON-SNPN.




Figure 5.30.X.2.2-1: Architecture for UE Onboarding in ON-SNPN
NOTE 1:	AUSF in the Onboarding Network interfaces the DCS owned by an entity external to the Onboarding Network. 
NOTE 2:	See TS 33.501 [29] for the functionality beyond AUSF, and other interfaces required for security.
NOTE 3:	The functionality with respect to exchange of information between PVS and SO-SNPN in relation to provisioning SNPN credentials from the SO-SNPN in the UE is not specified in this release. 

When the DCS includes an AUSF and a UDM, then the AMF uses N12 towards AUSF and N8 towards UDM using N32 and SEPP (not shown in the Figure 5.30.X.2.2-1), and when the DCS includes a AAA server, then the AUSF uses an NSSAAF (and the NSSAAF may use a AAA-P which is not shown in the figure 5.30.X.2.2-1) to relay EAP messages towards the DCS including a AAA Server.
The DCS is used to perform authentication based on the UE Default credentials during the Onboarding procedure.
The PVS is an entity that interacts with the Subscription Owner, using mechanisms out of 3GPP scope, for the purpose of provisioning network credentials and other data in the UE to enable SNPN access.
NOTE 3:	 The DCS and PVS can be owned by an administrative entity that can be different from either the ON-SNPN or SO-SNPN. The ownership of DCS and PVS is outside the scope of 3GPP.

***** End of changes *****
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