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Abstract: This paper proposes to remove the EN in clause 6.11 in TS 23.247.
1. Proposal
There is EN is clause 6.11 as below:

Editor’s Note: Other entities that can send Service Announcement to UE is FFS, and whether DNN and S-NSSAI of the PDU Session that the UE uses to join the MBS Session for the service via the PLMN are required in the Service Announcement is FFS.

But in the clause 6.11, the DNN and S-NSSAI can be provided to the UE in the Service Announcement,
If the MBS Session is multicast, the Service Announcement may include the DNN and S-NSSAI of the PDU Session that the UE uses to join the MBS Session for the service via the PLMN. 

So it is proposed to delete the above EN.

For the MBS multicast Service Announcement, the AF or the MBSF can provide the MBS multicast Service Announcement to the UEs during the MBS Multicast Session Configuration procedure (i.e. Push mode). However, some UEs maybe do not register to the 5GC and can not receive the MBS multicast Service Announcement, in such case the UE may need to request to get MBS multicast Service Announcement, i.e. Pull mode. So it is proposed that the Service Announcement should support both push mode and pull mode to the UE.
If the MBS Service are changed, the new or updated Service Announcement needs to be provided to the UEs in push or pull modes. 
It is proposed to remove the EN and update the texts of clause 6.11 in the TS23.247.
* * * * First change* * * *

6.11
Service Announcement

Service Announcement provides the UE with descriptions specifying the multicast or broadcast services to be delivered as part of MBS Session.
The Service Announcement includes the MBS Session ID(s), which is represented by TMGI or a Source Specific IP Multicast Address, for the service. When the MBS Session ID is Source Specific IP Multicast Address, the Service Announcement may include the PLMN ID of the PLMN in which the service is delivered.

The Service Announcement may include an MBS Session Type, which indicates whether the MBS Session for the service is multicast or broadcast.

For local MBS service, the Service Announcement may include the MBS service area information.

If the MBS Session is multicast, the Service Announcement may include the DNN and S-NSSAI of the PDU Session that the UE uses to join the MBS Session for the service via the PLMN. 

The Service Announcement may be provided to UE by AF or MBSF. The UE can request to get MBS Service Announce and or the MBS Service Announcement can be pushed to the UE.

Editor’s Note: The details of Service Announcement will be defined with coordination with SA4/SA6, including which information is aware by UE. 

* * * * End of changes * * * *
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