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Abstract of the contribution: This PCR is proposed for the SMF discovery taking the SMF capability for L3 U2N relay into consideration.
1. Reason for Change
The relay UE will report the remote UE’s info to the SMF using the SM message. The SMF is required to support this enhancement. However the SMF discovery has not taken the L3 U2N relay capability into account.
2. Proposal

It is proposed to agree the following changes to 3GPP TS 23.304.h
* * * * First Change * * * *
4.3.7
NRF

In addition to the functions defined in TS 23.501 [4], the NRF performs the following functions:

-
PCF discovery by considering 5G ProSe capability.

-
5G DDNMF Discovery.
-
SMF discovery by considering 5G ProSe capability which indicates the UE supports 5G ProSe Layer-3 UE-to-Network Relay.
* * * * Next Change * * * *
4.3.10
SMF
4.3.10.1
General
In addition to the functions defined in TS 23.501 [4], the SMF supports the following function:

-
Receiving Remote UE report and maintaining the information of Remote UE(s) handled by a Layer-3 ProSe UE-to-Network Relay in the ProSe UE-to-Network Relay's SM context for the PDU Session associated with the relay.

4.3.10.2
SMF Discovery
SMF discovery and selection mechanism defined in clause 6.3.7.1 of TS 23.501 [4] applies with the following addition to enable a SMF instance is selected for ProSe service and for UE:

-
Based on the indication from the UE and/or UE subscription data during the Registration procedure as specified in clause 6.5.2, the AMF may include the ProSe capability which indicates the UE supports 5G ProSe Layer-3 UE-to-Network Relay in the Nnrf_NFDiscovery_Request message as the optional input parameter. If provided, the NRF takes the information into account for discovering the SMF instance.
* * * * End of Changes * * * *
