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[bookmark: _Toc68061709]* * * * start of 1st  change * * * *
4.15.3.2.X	Number of UEs and PDU Sessions per network slice status retrieval by AF procedure
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Figure 4.15.3.2.X-1: Number of UEs and PDU Sessions per network slice status retrieval by AF procedure.
1. To retrieve information about the number of the UEs registered with a network slice or the number of the PDU Sessions established on a network slice or both, the AF sends Nnef_SliceStatus_Retrieval Request (Event ID, Event Filter) message to the NEF. The Event ID parameter defines the information to be reported, i.e. the number of registered UEs with a network slice or the number of the PDU sessions with a network slice or both. The Event Filter parameter defines the S-NSSAI for which reporting is required.
2. The NEF checks whether the AF is authorised. If authorised, the NEF may query the NRF to find the NSACF responsible for the requested S-NSSAI. 
3. The NEF forwards the request to the NSACF with Nnsacf_SliceStatus_Retrieval Request (Event ID, Event Filter).
4. The NSACF returns the Nnsacf_SliceStatus_Retrieval Response (Event ID, Event Filter, Event Reporting information) message to the NEF. In the Event Reporting information parameter the NSACF provides information for the current number of the UEs registered with a network slice (e.g. represented in percentage of the maximum number of the UEs registered with the network slice) or information for the current number of the PDU Sessions on a network slice (e.g. represented in percentage of the maximum number of the PDU Sessions established on the network slice) or both depending on the Event ID.
5. The NEF forwards the message to the AF in the Nnef_SliceStatus_Retrieval Response (Event ID, Event Filter, Event Reporting information) message.
* * * * end of 1st change * * * *


* * * * start of 2nd change * * * *
5.2.21.1	General
The following table illustrates the NSACF services.

Table 5.2.21.1-1: List of NSACF services
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Nnsacf_NumberOfUEsPerSlice
	AvailabilityCheckAndUpdate
	Request/Response
	AMF

	
	EACNotify
	
	AMF

	Nnsacf_SliceStatus
	Retrieval
	Request/Response
	NEF




* * * * end of 2nd change * * * *


* * * * start of 3rd change * * * *
5.2.21.x	Nnsacf_SliceStatus services
5.2.21.x.1	General
Service Description: The Nnsacf_SliceStatus services provide network slice status information on request from the consumer NF related to the current number of UEs registered with a network slice or the current number of PDU Sessions established on a network slice or both.  

5.2.21.x.2	Nnsacf_SliceStatus_Retrieval service operation
Service operation name: Nnsacf_SliceStatus_Retrieval
Description: This service operation is used by the consumer NF to retrieve the network slice status information related to the number of UEs registered for a network slice or the number of PDU Sessions established on a network slice or both.
Inputs, Required: Event ID, Event Filter
The Event ID parameter defines whether the requested information is about the number of UEs registered with a network slice or the number of PDU Sessions established on a network slice or both.
The Event Filter parameter is the S-NSSAI for which the requested information is applicable.
Outputs, Required: Event ID, Event Filter, Event Reporting information.
The Event ID parameter defines the type of the reported information, i.e. information about the number of UEs registered with a network slice or the number of PDUs Sessions established on a network slice or both.
The Event Filter parameter is the S-NSSAI for which the information retrieval is applicable.
The Event Reporting information parameter provides information for the current number of UEs registered with a network slice (e.g. represented in percentage of the maximum number of the UEs registered with the network slice) or information for the current number of PDU Sessions established on a network slice (e.g. represented in percentage of the maximum number of the PDU Sessions established on the network slice) or both.
* * * * end of 3rd change * * * *


* * * * start of 4th change * * * *
[bookmark: _Toc68062358]5.2.6	NEF Services
[bookmark: _Toc68062359][bookmark: _Toc51835139][bookmark: _Toc47593052][bookmark: _Toc45193420][bookmark: _Toc36192307][bookmark: _Toc27895210][bookmark: _Toc20204511]5.2.6.1	General
The following table shows the NEF Services and Service Operations:
Table 5.2.6.1-1: NF Services provided by the NEF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify
	AF, NWDAF

	
	Unsubscribe
	
	AF, NWDAF

	
	Notify
	
	AF, NWDAF

	Nnef_PFDManagement
	Fetch
	Request/Response
	SMF

	
	Subscribe
	Subscribe/Notify
	SMF

	
	Notify
	
	SMF

	
	Unsubscribe
	
	SMF

	
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ParameterProvision
	Update
	Request/Response
	AF

	
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	Nnef_Trigger
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_BDTPNegotiation
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	
	AF

	Nnef_TrafficInfluence
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	
	Notify
	Subscribe/Notify
	AF

	
	AppRelocationInfo
	Subscribe/Notify
	AF

	Nnef_ChargeableParty
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_AFsessionWithQoS
	Create
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Revoke
	Request/Response
	AF

	Nnef_MSISDN-less_MO_SMS
	Notify
	Notify
	AF

	Nnef_ServiceParameter
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	Nnef_APISupportCapability
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	Subscribe/Notify
	AF

	
	Notify
	Subscribe/Notify
	AF

	Nnef_NIDDConfiguration
	Create
	Request/Response
	AF

	
	TriggerNotify
	Subscribe/Notify
	AF

	
	UpdateNotify
	Subscribe/Notify
	AF

	
	Delete
	Request/Response
	AF

	Nnef_NIDD
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	
	GroupDeliveryNotify
	Notify
	AF

	Nnef_SMContext
	Create
	Request/Response
	SMF

	
	Delete
	Request/Response
	SMF

	
	DeleteNotify
	Subscribe/Notify
	SMF

	
	Delivery
	Request/Response
	SMF

	Nnef_AnalyticsExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	
	Fetch
	Request/Response
	AF

	Nnef_UCMFProvisioning
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	Nnef_ECRestriction
	Get
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	Nnef_ApplyPolicy
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_Location
	LocationUpdateNotify
	Notify
	AF

	Nnef_SliceStatus
	Retrieve
	Request/Response
	AF




* * * * start of 4th change * * * *



* * * * start of 5th change * * * *
5.2.6. x	Nnef_SliceStatus service
5.2.6.x.1	General
Service Description: The Nnef_SliceStatus services provide network slice status information on request from the consumer NF (e.g. AF) related to the number of the UEs registered with a network slice or the number of PDU Sessions established on a network slice or both
5.2.6.x.2	Nnef_SliceStatus_Retrieval service operation
Service operation name: Nnef_SliceStatus_Retrieval
Description: This service operation is used by the consumer NF (e.g. AF) to retrieve the network slice status information related to the number of the UEs registered with a network slice or the number of PDU Sessions established on a network slice or both.
Inputs, Required: Event ID, Event Filter
The Event ID parameter defines whether the requested information is about the number of UEs registered with a network slice or the number of PDU Sessions established on a network slice or both.
The Event Filter parameter is the S-NSSAI for which the requested information is applicable.
Outputs, Required: Event ID, Event Filter, Event Reporting information.
The Event ID parameter defines the type of the reported information, i.e. the number of UEs registered with a network slice or the number of PDUs Sessions established on a network slice or both.
The Event Filter parameter is the S-NSSAI for which the reported information is applicable.
The Event Reporting information parameter provides information for the current number of UEs registered with a network slice (e.g. represented in percentage of the maximum number of the UEs registered with the network slice) or information for the current number of PDU Sessions established on a network slice (e.g. represented in percentage of the maximum number of the PDU Sessions established on the network slice) or both.
* * * * end of 5th change * * * *











