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Abstract of the contribution: The paper resolves the EN on “whether SMF selection need to be extended” and gives proposal.
1. Proposal

There are several ENs in the 23.247

In the clause 6.4 Subscription to multicast services
Editor`s note:
It is FFS if the SMF selection subscription data need to be extended.
In the clause 7.2.1.2 Establishment of a PDU Session that can be associated with multicast session(s)
Editor's note:
Whether the indication in the UDM is needed or not is FFS.

This paper proposes to use the existing mechanism, i.e. DNN+S-NSSAI to select the SMF which handle the multicast session operation during PDU session establishment.
It proposes to adopt the following change.
*****************************************Start of Change**********************************************
6.4
Subscription to multicast services

The user's profile in the UDM contains the subscription information to give the user permission to use multicast services.

At any time, the operator may change the subscription for multicast services in user's profile in the UDM.
The user may have following subscription for multicast services:

-
Allowed to join any multicast service;

-
Allowed to join the indicated specific multicast service(s).

Editor`s note:
It is FFS how to express that some multicast services are allowed to be accessed by any user and others only by a restricted set of users. It is ffs if the information about users allowed to join a multicast service should be organized per multicast service instead of per user.

The MBS subscription data is provided by the UDM to the SMF during PDU session establishment as defined in clause 4.3.2.2.1 of TS 23.502 [6] using Nudm_SDM service for Subscription data type "UE context in SMF data".

The SMF selection subscription data is provided by the UDM to the AMF as described in clause 4.2.2.2 of TS 23.502 [6].


*****************************************Next of Change**********************************************
7.2.1.2
Establishment of a PDU Session that can be associated with multicast session(s)

The PDU Session associated with multicast session(s) is established using the procedures as specified in TS 23.502 [6] clause 4.3.2.2 with the following differences:

NOTE:
The DNN and S-NSSAI are used to establish the PDU session which can carry the Multicast operation, i.e. join/leave, and can be associated with multicast MBS session(s).
-
In step 2, based on the DNN and S-NSSAI use for establishing a PDU Session associated with multicast session(s), the AMF selects an SMF capable of handling multicast sessions based on DNN and S-NSSAI, locally configured data or a corresponding SMF profile stored in the NRF. For indirect discovery, the AMF requests the SCP to select an SMF capable of handling multicast sessions.



*****************************************Next of Change**********************************************
7.1.4
SMF discovery and selection for multicast session

During the PDU session establishment, the AMF discovers and selects the SMF which can handle MBS session join/leave operation as specified in TS 23.501 [5], e.g. considering DNN and S-NSSAI.
*******************************************End of Change**********************************************
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