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Abstract of the contribution: This paper removes the EN of switching between relays for L3 Relay with N3IWF 
Discussion
In SA2#145E, the following EN is added by S2-2104951:
Editor's note: The mobility procedure to switch indirect communication path from one Layer-3 UE-to-Network Relay to another is FFS.

Per RAN WID RP-210893 (see below), switch indirect communication path from one Layer-2 UE-to-Network Relay to another is not supported in Rel-17.
Work Item objectives specific to Layer-2 (L2) relaying:
…
NOTE 4:
Work specific to the mobility scenario of “between indirect (via a first Relay UE) and indirect (via a second Relay UE)”, and the group mobility is not supported in this release.
In our view, it does not make sense to put requirement of switching communication path between Relays only to L3 Relay but not to L2 Relay. Therefore, the following is proposed: 
[Proposal-1] Remove the EN for L3 Relay.
Proposal

It is proposed to update TS 23.304 v1.0.0 as follows:
* * * Start of change* * * 
6.5.1.2.3
Mobility of 5G ProSe Remote UE between direct and indirect communication path

When 5G ProSe Remote UE changes from direct network communication to indirect communication path, TS 23.502 [5] clause 4.9.2.2 applies after the 5G ProSe Remote UE establishes PC5 connection to the 5G Layer-3 UE-to-Network Relay.

When 5G ProSe Remote UE changes from indirect communication path to direct network communication, the Remote UE follows TS 23.502 [5] clause 4.9.2.1.


* * * End of changes * * * 
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