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Abstract of the contribution: This paper updates control plane protocol stack in clause 8.1
Discussion
In clause 8.1, “Control Plane for Multicast and Broadcast services”, the definition of the control plane protocol stacks refers to clause 8.2 of TS 23.501 as below:
The control plane protocol stacks for Multicast and Broadcast service are same with the control plane stack defined in the TS 23.501 [5] clause 8.2.

However, the referenced clause 8.2 of TS 23.501 does not clarify the control plane stack for N4mb between MB-SMF and MB-UPF.
[Proposal-1] It is proposed to clarify the control plane protocol stack for N4mb between MB-SMF and MB-UPF.
For the control plane protocols for reference point Nmb1 between MBSF and MBSTF, input from SA4/SA6 and CT groups are needed.
[Proposal-2] Add a NOTE for the control plane protocols for reference point Nmb2 between MBSF and MBSTF.
Proposal

It is proposed to update TS 23.247 as follows:
* * * Start of change* * * 
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* * *Next changes * * * 

8.1
Control plane for Multicast and Broadcast services
The control plane protocol stacks for Multicast and Broadcast service are defined in the TS 23.501 [5] clause 8.2.
The control plane protocols for N4mb reference point between MB-SMF and MB-UPF are defined in TS 29.244 [X].
NOTE:
The control plane protocols for reference point Nmb2 between MBSF and MBSTF require collaboration with SA4, SA6 and CT groups.

* * * End of changes * * * 
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