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	[bookmark: _Hlk55138113]Reason for change:
	TS 23.502 clause states that the UE is not expected to perform SR with Release Request:

NOTE 1:	It is not expected that UE in MUSIM mode will execute UE triggered Service Request procedure with Release Request indication if regulatory prioritized services (e.g. emergency service, emergency callback waiting) are ongoing.
This text was agreed before the CRs on MUSIM capability exchange. A more appropriate solution would be to mandate the UE to not indicate MUSIM capabilities when performing Emergency Registration.
 

	
	

	Summary of change:
	Clarifies that the UE shall not indicate MUSIM capabilities when performing Emergency Registration.

	
	

	Consequences if not approved:
	The current text is not normative, leaving the door open for UE implementations that indicate MUSIM capabilities in Emergency Registration.
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[bookmark: _Toc83302148]5.38	Support for Multi-USIM UE
[bookmark: _Toc83302149]5.38.1	General
A network and a UE may support one or more of the following features for Multi-USIM UE operation:
-	Connection Release as described in clause 5.38.2;
-	Paging Cause Indication for Voice Service, as described in clause 5.38.3;
-	Reject Paging Request, as described in clause 5.38.4;
-	Paging Restriction, as described in clause 5.38.5.
In the Registration procedure (as specified in clause 4.2.2.2.2), when a Multi-USIM UE has more than one USIM active, supports and intends to use one or more Multi-USIM specific features, it indicates to the AMF the corresponding Multi-USIM feature(s) are supported. Based on the received indication of the supported Multi-USIM features from the UE, the AMF shall indicate to the UE the support of the Multi-USIM features based on the Multi-USIM features supported by network and any preference policy by the network, if available. When a UE returns to having only one USIM active from a Multi-USIM UE that previously indicated to the network it supported Multi-USIM feature(s), the UE shall indicate all the Multi-USIM features are not supported to the network for that USIM. The AMF shall only indicate the support of Paging Restriction feature together with the support of either Connection Release feature or Reject Paging Request feature.
The Multi-USIM UE includes the support of individual features for Connection Release, Paging Cause Indication for Voice Service, Reject Paging Request and Paging Restriction as specified in clause 5.4.4a.
The Multi-USIM UE shall not indicate support for any Multi-USIM feature as part of the Emergency Registration procedure.
A Multi-USIM UE shall use a separate PEI for each USIM when it registers to the network.
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