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	Reason for change:
	The UE Configuration Data for UP Remote Provision is either pre-configured on UE, or provided by the Onboarding Network(ONN). ONN shall include both ON-SNPN and PLMN. Currently the clause 5.30.2.10.4.2 only covers ON-SNPN scenario, but missing the PLMN.
Also when PCF is used, SMF needs to provide such UE Configuration Data to PCF when establishing SM policy assoication, in both local configured or obtained from DCS/AMF scenarios. 

	
	


	Summary of change:
	Change the ON-SNPN to ONN, in order to include both SNPN and PLMN as the Onboarding Network to provide UP Remote Provision related info to UE.

Move the interaction between PCF and SMF as a generic operation, but not depends on where the SMF gets the UE Configuration Data.
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FIRST CHANGE
5.30.2.10.4.2	Onboarding configuration for the UE
In order to enable UP Remote Provisioning of SNPN credentials for a UE, UE Configuration Data for UP Remote Provisioning are either pre-configured on the UE or provided by the ON-SNPNONN. UE Configuration Data for UP Remote Provisioning provided by the ON-SNPNONN take precedence over corresponding configuration data stored in the UE.
UE Configuration Data for UP Remote Provisioning consist of PVS IP address or PVS FQDN.
If the UE does not have any PVS IP address or PVS FQDN after the establishment of the restricted PDU Session used for onboarding, the UE may construct an FQDN for PVS discovery as defined in TS 23.003 [19].
The UE Configuration Data for UP Remote Provisioning may be stored in the ME.
The UE Configuration Data for UP Remote Provisioning (i.e. PVS IP address or PVS FQDN) may be either:
-	locally configured in the SMF of ON-SNPNONN; or
-	provided by the DCS to the AMF of ON-SNPN as part of the authentication procedure as specified in TS 33.501 [29] and sent by the AMF in the PDU Session Establishment Request to the SMF. If PCF is used for UP Remote Provisioning, SMF provides the UE Configuration Data to PCF when requesting an SM Policy Association.
If PCF is used for UP Remote Provisioning, the SMF provides the UE Configuration Data to the PCF when requesting an SM Policy Association.
The UE Configuration Data for UP Remote Provisioning may be provided to the UE during the establishment of the restricted PDU Session as part of Protocol Configuration Options (PCO) in the PDU Session Establishment Response.
END CHANGE

