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****************** START CHANGE ***************
[bookmark: _Toc66391764][bookmark: _Toc70079060][bookmark: _Toc83206844]7.2.1.3	Multicast session join and session establishment procedure
The following steps are executed before the UE requests to join the MBS session:
-	The MBS Session may have has been configured in the 5GC (see clause 7.1.1 for details).
-	The UE registers in the PLMN and establishes a PDU session.
-	The UE has known at least the MBS Session ID of a multicast group that the UE can join, e.g. via service announcement.




Figure 7.2.1.3-1: PDU Session modification for UE joining multicast session
1.	To join the multicast group, the UE sends a PDU Session Modification Request which additionally contains one or several MBS Session ID(s) and join request. The MBS Session ID(s) indicate the multicast group(s) that UE wants to join.
2.	[Conditional] Based on the received MBS Session ID and join request, the SMF determines this is MBS Session join request. The SMF checks whether the user is authorized to use the required multicast service.
3.	[Conditional] If SMF has no information about MBS Session context for the indicated MBS Session ID(s), SMF discovers and selects an MB-SMF for the MBS Session via the NRF as described in clause 7.1.2. If no MB-SMF is assigned for the MBS session ID, the SMF may select an MB-SMF and request it configure the multicast session or the SMF may reject the join request.
NOTE 1:	Details how the SMF select an MB-SMF and request it configure the multicast session are left to SMF implementation.
4.	Nmbsmf_ MBSSession_ContextStatusSubscribe request indicates the SMF want to subscribe the MBS session context. For each MBS session in step 1, by using Nmbsmf_ MBSSession_ContextStatusSubscribe request (MBS Session ID) with the immediately reporting flag. SMF interacts with the MB-SMF to retrieve information about the indicated multicast session context information (multicast QoS flow information (e.g., QoS profile(s) for multicast MBS session), [start time], [session status indication (active/inactive)], [MBS session authorization information (MBS session open for any user)], LL MC address]) and to subscribe to events notifications related to the multicast session.
	If it is the first time for the MB-SMF to receive Nmbsmf_ MBSSession_ContextStatusSubscribe request of the indicated MBS Session from SMF, MB-SMF learns it is the first UE joining the multicast group. For multicast transport between MB-UPF and content provider, if it is the first UE joining the multicast group, and MB-UPF has not joined the multicast tree in the MBS configuration procedure, the MB-SMF requests the MB-UPF to join the multicast tree towards the AF/MBSF, otherwise MB-SMF will not send the request to the MB-UPF. The MB-SMF determines whether the user is authorized to join the multicast session as follows: The MB-SMF checks the user subscription data received from the UDM to determine whether the user is allowed to use any multicast service. If so, the MB-SMF checks the received indication whether the multicast session is open for any user. If the multicast session is not open to any user, the MB-SMF checks the user subscription data received from the UDM to determine whether the MBS session ID is included. If a UE joins prior to the start time of the multicast session, the SMF may accept the join request in step 8 and indicate to the UE the start time, or it may reject the join request with appropriate error cause and possible back-off time. If a UE joins while the multicast session is inactive, the SMF accepts the join request in step 8. If authorization check fails, the SMF indicates cause value in the PDU Session Modification Reject sent to the UE and proceeds with step 8.
NOTE 2:	The MB-SMF can answer the Nmbsmf_ MBSSession_ContextStatusSubscribe request either based on information received in the configuration procedures in Clause 7.1.1 or based on preconfigured information. The pre-configuration also includes information about the MBS session stored in the NRF. If the MB-SMF uses preconfigured information, the pre-configuration also includes MB-UPF configuration.
7.	SMF responds to AMF through Nsmf_PDUSession_UpdateSMContext response ([UE join info], N2 SM information (PDU Session ID, MBS Session ID, [updated PDU Session information], [mapping information between unicast QoS flow(s) and multicast QoS flow (s)]), N1 SM container (PDU Session Modification Command)) to:
-	create an MBS session context for the indicated MBS session in the RAN, if it does not exist in the RAN already; and
-	inform the NG-RAN about the relation between the multicast context and the UE's PDU Session context by including the MBS session ID and the mapping between the multicast QoS flow(s) and associated QoS flow(s). 
Based on operator policy, the SMF includes the information that UE joins an MBS Session.	
Based on operator policy, the SMF may prepare for 5GC individual MBS traffic delivery fall-back. The SMF maps the received QoS information of the multicast QoS Flow into PDU Session's unicast QoS Flow information, and includes the information of the QoS Flows and the mapping information about the QoS Flows in the SM information sent to RAN.
NOTE 3:	Detailed information included in N2 SM information will be aligned with by RAN WG3. 
NOTE 4:	A PDU Session UP activation is not triggered by message 7 if it only includes information related to the multicast session and associated QoS flows and is received by an MBS capable NG RAN node.
Editor's Note: The implication of not triggering PDU Session UP activation in NG-RAN when SMF informs the NG-RAN of UE join requires RAN collaboration.
Editor's note:	Possible PCF interactions related to the multicast QoS flows are FFS.
7a. The AMF subscribes to MB-SMF by sending Nmbsmf_ MBSSession_ContextStatusSubscribe to get notified about MBS Session Activation.
8.	The N2 message, which includes the multicast session information and PDU session modification information is sent to the NG-RAN.
	If the 5G MBS is not supported by NG-RAN, 5GC individual MBS traffic delivery may be used. Otherwise if the MBS is supported by NG-RAN, 5GC shared MBS traffic delivery is adopted.
	If the NG-RAN supports 5G MBS, the NG-RAN uses the MBS Session ID to determine that the PDU Session identified by the PDU Session ID is associated with the indicated multicast session.
	If the multicast QoS information is received and the NG-RAN supports MBS, the associated unicast QoS flow information is not used to allocate the radio resource and CN resource.
NOTE 5:	It is NG-RAN that decides whether radio resource is allocated or not, and it is NG-RAN/UPF that decides whether multicast transport or unicast transport is used between the NG-RAN/UPF and the MB-UPF.
9. [Conditional]	If shared tunnel has not been established for the MBS session towards the NG-RAN node, the procedures in clause 7.2.1.4 for the Establishment of shared delivery toward RAN node are executed. Step 9 is executed separately for each MBS session.
10.	The NG-RAN node performs AN specific signalling exchange with the UE to establish radio resource for the MBS session if not established yet. If the NG-RAN does not support MBS, radio resource are reconfigured for unicast transmission of the MBS data over the associated PDU session. As part of the AN specific signalling exchange, the N1 SM container (PDU Session Modification Command) is provided to the UE.
11.	The NG-RAN node sends the PDU session modification response.
	If the MBS is not supported by NG-RAN, the accepted unicast QoS flow is included in the N2 SM response container. If the MBS is supported by NG-RAN, the N2 SM response container includes the accepted multicast QoS flow.
12.	The AMF invokes Nsmf_PDUSession_UpdateSMContext request ([N2 SM container]) to the SMF.
	Per the accepted unicast QoS flow information, the SMF determines the delivery mode, i.e. whether 5GC individual MBS traffic delivery is used for multicast data transmission.
NOTE 6:	If the shared tunnel is used, no interaction with UPF is needed for the indicated MBS session
[Conditional] Step 13 is used for 5GC Individual MBS traffic delivery, if the related NG-RAN does not support multicast .If a shared tunnel between the UPF (PSA) and MB-UPF for 5GC individual MBS traffic delivery has not yet been established by the SMF for the multicast session, steps 13a to 13e are executed. Step 13f is executed irrespective of that.
13a.	The SMF contacts the UPF to request the creation of a tunnel and provides the MBS session ID. The UPF indicates to the SMF whether the tunnel for this MBS session is newly allocated (as there can be multiple SMFs interacting with the same UPF for the same MBS Session). If the UPF determines to use unicast transport over N19mb, the UPF allocates a DL N19mb Tunnel endpoint for the MBS session if the SMF request is the first one to allocate DL N19mb Tunnel endpoint for the MBS Session in the UPF. The UPF includes the DL Tunnel Info in the response to the SMF. The DL tunnel info includes the downlink tunnel ID and the UPF address. The UPF is now ready for receiving the MBS data from the MB-UPF and forwarding the data to the PDU session.
Editor's Notes: whether 13b to 13e can be skipped for multicast N10mb is FFS
13b.	If the UPF indicates the DL N19mb Tunnel is newly allocated, the SMF invokes Nmbsmf_MBSsession_ ContextUpdate request (MBS Session ID, [DL tunnel info]) towards MB-SMF that includes MBS Session ID and downlink tunnel info of UPF, for establishing the multicast session transport between MB-UPF and UPF.
13c.	If the DL tunnel info of the UPF is received, MB-SMF configures MB-UPF to transmit the multicast session data towards UPF using the possibly received downlink tunnel ID.
13d.	MB-SMF responds to SMF through Nmbsmf_MBSSession_ ContextUpdate response (MBS Session ID, [multicast DL tunnel info]). If the UPF DL tunnel info for unicast transport is not received by the MB-SMF, multicast transport between MB-UPF and UPF is to be used, and the SMF includes the downlink tunnel information with the transport multicast address for the multicast session.
13e.	For multicast transport between MB-UPF and UPF, SMF configures UPF to receive the multicast session data. If multicast transport over N19mb is used, the UPF joins the source specific multicast group of MB-UPF. The UPF forwards the data to the PDU session.
13f.	The MB-SMF configures the MB-UPF to forward the received multicast session data within the PDU session. (This step may be combined with step 13a or 13e).
14.	The SMF invokes Nsmf_PDUSession_UpdateSMContext response to the AMF.
15.	MB-UPF receives multicast PDUs, either directly from the content provider or via the MBSTF that can manipulate the data.
Steps 16 to 18 are for 5GC shared MBS traffic delivery:
16.	MB-UPF sends multicast PDUs in the N3mb tunnel associated to the multicast session to the NG-RAN. There is only one tunnel per multicast session and NG-RAN node, i.e., all the UEs which have joined the multicast session via the NG-RAN node share this tunnel for reception of the multicast session data.
17.	The NG-RAN selects PTM or PTP radio bearers to deliver the multicast PDUs to the UE(s) that have joined the multicast session.
18.	The NG-RAN transmits the multicast session data to the UE(s)  using the selected PTM or PTP radio bearer(s).
Steps 19 to 21 are for 5GC individual MBS traffic delivery:
19.	MB-UPF sends multicast PDUs in the N19mb tunnel associated to the multicast session to UPF. There is only one tunnel per multicast session and destination UPF, i.e., all associated PDU sessions share this tunnel.
20.	UPF forwards the multicast data towards the NG-RAN via unicast (i.e. in the N3 tunnel of the associated PDU Session).
21.	The NG-RAN forwards the multicast session data to the UE via unicast (i.e. over the radio bearer(s) corresponding to the mapped unicast QoS flow(s) of the associated PDU Session).
NOTE 7:	Details of the DL MBS data transmission are described in clause 6.7.
NOTE 8:	When the MBSF is involved in the multicast MBS session, the tunnel between MBSTF and MB-UPF has been established in the configuration procedure.
****************** NEXT CHANGES ***************
[bookmark: _Toc70079062][bookmark: _Toc83206846]7.2.2	MBS Session leave and Session release procedure
[bookmark: _Toc70079063][bookmark: _Toc83206847]7.2.2.1	General
Session Leave procedure is used by UEs to inform the 5GC of the UE leaving an MBS Session. The user plane management is described in clause 6.7.
[bookmark: _Toc70079064]7.2.2.2	MBS Session Leave
When the UE determines to leave the multicast MBS Session, it shall send PDU session Modification request to inform the 5GC the leaving operation. The Figure 7.2.2.2-1 describes the procedure.




Figure 7.2.2.2-1: UE initiated multicast MBS session leave
1.	The UE sends the PDU Session Modification Request when the UE determine to leave the multicast MBS Session. The PDU Session Modification Request carries the MBS session ID which the UE want to leave.
2.	The AMF invokes Nsmf_PDUSession_UpdateSMContext (N1 SM container (PDU Session Modification Request with the MBS session leaving information (i.e., leave indication, MBS session ID))) to SMF.
3a.	[Conditional] If 5GC individual MBS traffic delivery is applied, the SMF sends an N4 Session Modification Request to the UPF (PSA). The SMF reconfigures UPF to terminate the distribution of multicast data via the PDU session and release the resources for the reception of the multicast data.
3b.	The UPF (PSA) sends an N4 Session Modification Response to the SMF.
	If there are no PDU sessions to receive the MBS session data in the UPF, and unicast transport is used over N19mb, the UPF releases the DL N19mb tunnel endpoint and informs the SMF.
	If there are no PDU sessions to receive the MBS session data in the UPF, and multicast transport is used over N19mb, the UPF leaves the multicast distribution tree of MB-UPF.
4.	[Conditional] If the UPF indicates the tunnel release, the SMF invokes Nmbsmf_MBSession_ReceptionStop Request (MBS session ID, [tunnel information]) to release the tunnel between UPF and MB-UPF for this MBS session.
NOTE 1:	The service operation and the parameters need to align with the MB-SMF service definition.
	If unicast transport is used, tunnel information is included to indicate the tunnel between UPF and MB-UPF.
5.	[Conditional] The MB-SMF request to MB-UPF to release the tunnel between UPF and MB-UPF for the MBS session.
6.	[Conditional] The MB-SMF responds to SMF for step 4.
7.	The SMF invokes the Nsmf_PDUSession_UpdateSMContext Response ([UE leave info], PDU Session ID, N2 SM information (MBS Session ID), N1 SM container) service operation. In the N2 SM information, the SMF informs the NG-RAN to remove the UE from this MBS session if 5GC Shared MBS traffic delivery method is used.
	In the N2 SM information, the SMF also informs the NG-RAN to release the associated QoS Flow(s), which carry or intend to carry the Multicast MBS traffic for 5GC individual MBS traffic delivery.
	The mapped QoS Flow(s) are released as defined in TS 23.502 [6] clause 4.3.3.2.
	If SMF has provided the UE join information to the AMF, then when UE leaves the session, the SMF will provide also UE leave information to AMF. 
8.	The AMF send N2 message (N2 SM information, N1 SM container) to the NG-RAN
9.	The NG-RAN node performs the necessary AN-specific resource modification procedure toward the UE and transports the N1 SM container received in step 7 to the UE.
10.	The NG-RAN node removes the UE from this MBS session and sends a N2 message to the AMF.
11.	The AMF transfers the N2 message received in step 9 to the SMF via the Nsmf_PDUSession_UpdateSMContext service operation.
	The SMF updates the associated PDU session SM context, e.g., remove the MBS session ID from the SM context. In addition, if dedicated QoS flow is used for the unicast transfer of the multicast data, the SMF also removes the unicast QoS flow information associated with the indicated MBS session form the UE SM context.
11a.	If the UE is the last joined one of the MBS session in the SMF, The SMF also indicates that the last UE served by the SMF leaves the Multicast MBS Session, the SMF unsubscribes the MBS session updates from the MB-SMF. And the MB-SMF will no longer notify/invoke the SMF for the further updates of the MBS session (e.g., activation, deactivation, update, release, etc.). For multicast transport between MB-UPF and content provider, if it is the last remaining SMF that subscribed for MB-SMF information notify, i.e., if it is the last UE leaving the MBS session, the MB-SMF may request the MB-UPF to leave the multicast tree towards the AF/MBSF, if the MB-UPF joins the multicast tree when the first UE joins the MBS session.
11b. The AMF unsubscribes to the MB-SMF at the last UE leave for an MBS Session.
NOTE 2:	The service operation and the parameters need to align with the MB-SMF service definition.
12.	If the UE is the last UE in this RAN node for this MBS session, the NG-RAN release shared delivery between NG-RAN and MB-UPF as described in clause 7.2.2.4.
If release of the PDU Session associated with an MBS session is triggered, corresponding procedures between UE, NG-RAN, AMF, and SMF are performed as described in clause 4.3.4 of TS 23.502 [6], and SMF triggers the UE leave the MBS session by performing steps 3-6 in Figure 7.2.2.2-1 for each MBS session(s) associated with the PDU Session, and UE considers as left the MBS session. If the UE deregistration procedure is executed, corresponding procedures between UE, NG-RAN, AMF, and SMF are performed as described in clause 4.2.2.3 of TS 23.502 [6], and SMF performs steps 3-6 in Figure 7.2.2.2-1 for all MBS sessions joined by the UE. When the PDU Session Release procedure or UE deregistration procedure is executed, according to the UE context, NG-RAN performs step 12 for each MBS session associated with the PDU Session.
[bookmark: _Toc83206848][bookmark: _Hlk71371396]7.2.2.3	SMF removing joined UEs from MBS session
This procedure applies:
1.	When the AF determines to release the MBS Session, the AF initiates MBS Session Release procedure towards the MB-SMF.
2.	When the SMF decides to remove a UE from an MBS session.
When the SMF receives the notification indicating multicast session release from the MB-SMF, the SMF initiates procedures to remove the joined UEs from the MBS session.
For the active MBS session, to release radio resources as early as possible, the MB-SMF may trigger Multicast Session Deactivation towards the NG-RAN as specified in clause 7.2.5.3, prior to or in parallel with triggering MBS Session Release to the SMF.


Figure 7.2.2.3-1: SMF removing joined UEs from MBS session
1.	The SMF receives Nmbsmf_MBSSession_ContextNotify (Release, MBS Session ID) from the MB-SMF with MBS Session ID. The SMF checks joined UEs.
NOTE 1:	The service operation name and parameters need to align with the MB-SMF service operation definition.
2.	For UEs without activated UP, the SMF may perform the same procedure as defined in step 3-7 in clause 7.2.5.2.
Alternatively, for UEs without activated UP, the SMF does not trigger message to the AMF, instead the SMF marks that the UE is to be informed of the MBS Session release.
NOTE 2:	The SMF initiates PDU Session Modification to inform the UE of the MBS Session release at next UP activation of the associated PDU Session.
3.	For the joined UEs with UP activated, the SMF invokes Namf_Communicate_N1N2MessageTransfer to the AMF. The N1 SM container indicates MBS session release. In N2 SM information, the SMF informs the NG-RAN to remove the UE from the MBS session. If there are associated QoS Flow(s) for individual delivery, the SMF also release those QoS Flow(s) as specified in TS 23.502 [6] clause 4.3.3.2.
	If SMF has provided the UE join information to the AMF, then when UE leaves the session, the SMF will provide also UE leave information to AMF. 
4.	The AMF sends N2 Request to the NG-RAN.
5.	The NG-RAN transports the N1 SM container (PDU Session Modification Command) to the UE.
6.	The NG-RAN performs radio resource modification. If no joined UEs in the MBS session, the NG-RAN release the radio resources.
7.	If no joined UEs in the MBS session, for unicast transport of N3mb, the NG-RAN initiates the DL tunnel release towards MB-UPF via AMF and MB-SMF. For multicast transportation of N3mb, the NG-RAN perform IGMP/MLD Leave for the MBS session. See clause 7.2.2.4 for details.
8.	The NG-RAN sends N2 Response to the AMF. If no joined UEs in the MBS session, the MBS Session context is removed from the NG-RAN.
9.	The AMF transfers the N2 message received in step 8 to the SMF via the Nsmf_PDUSession_UpdateSMContext service operation. The SMF removes the UE from the MBS Session.
When the UP for the associated PDU Session is activated as specified in clause 4.2.3.2 and clause 4.2.3.3 of TS 23.502 [6], the SMF initiates PDU Session Modification to inform the UE of the MBS Session release, if needed.
[bookmark: _Toc70079065][bookmark: _Toc83206849]****************** NEXT CHANGES ***************
[bookmark: _Toc70079068][bookmark: _Toc70079069]7.2.3.3	N2 based handover from MBS supporting NG-RAN node
This clause describes the N2 based handover with MBS traffic delivered to the UE at the source NG-RAN node supporting 5G MBS.


Figure 7.2.3.3-1: N2 based handover with MBS Session
The following additions apply compared to clause 4.9.1.3 of TS 23.502 [6]):
2.	Source NG-RAN to S-AMF: Handover Required (RAN container (MBS Session information, associated PDU session information, associated QoS flow information and corresponding multicast QoS flow information)).
4.	SMF to T-AMF: The T-AMF is provided with associated PDU Session information and the MBS session related information. The T-AMF subscribes to the MB-SMF by sending Nmbsmf_ MBSSession_ContextStatusSubscribe to get notified about MBS Session Activation.
5.	T-AMF to Target NG-RAN: The Target NG-RAN prepares the radio resource based on the received information:
-	If the target NG-RAN does not support 5G MBS, the MBS Session information is not used. The target NG-RAN uses the associated mapping PDU Session information to allocate resource to deliver MBS data. The MBS data are transmitted via the associated QoS flows within the associated PDU Session.
-	If the target NG-RAN supports 5G MBS, the target NG-RAN uses the MBS Session information to allocate resource to deliver the MBS data.
6-10.	If Target NG-RAN supports 5G MBS and the MBS delivery for the indicated MBS Session has not yet been established towards target NG-RAN, the target NG-RAN initiates the shared delivery establishment towards the MB-SMF. Details is defined in the clause 7.2.1.4.7.
	Target NG-RAN to T-AMF: The target NG-RAN sends Handover Request Ack to T-AMF.
	The target NG-RAN node indicates whether it supports of 5G MBS to SMF in N2 SM information. Per the received N2 SM information, the SMF knows whether the target NG-RAN node supports 5G MBS and determines the delivery method, i.e. whether the 5GC shared MBS traffic delivery is used for MBS data transferring.
17.	T-AMF to SMF: The AMF invokes Nsmf_PDUSession_UpdateSMContext request towards SMF, the message includes the received N2 SM message.
Based on the received N2 SM message, the SMF can differentiate two cases:
Case A)	The Target NG-RAN supports 5G MBS. Step 18 applies and steps 19~23 are skipped.
18.	SMF to UPF (PSA): The SMF invokes N4 Session Modification procedure with the UPF (PSA) only for unicast PDU Session. The SMF instructs the UPF to send the end marker packet towards the source NG-RAN and to send subsequent packets towards the target NG-RAN within the unicast PDU Session.
Case B)	The target NG-RAN does not support 5G MBS. If the UPF (PSA) is not yet configured to forward multicast data via unicast, steps 19 to 23 apply.
19	SMF to UPF: The SMF may invokes N4 Session Modification procedure with UPF (PSA), the SMF instructs the UPF (PSA) to forward the multicast data received from the MB-UPF via the associated QoS Flow(s) within the associated PDU Session (i.e., 5GC Individual MBS traffic delivery method will be used). The SMF provides the mapping information between the multicast QFI and the corresponding mapped associated QFI to the UPF (PSA), the UPF (PSA) forwards the multicast data via the PDU session based on the mapping information. If the delivery tunnel for the MBS session from MB-SMF to UPF is not established yet, the SMF instructs the UPF (PSA) to allocate a tunnel endpoint for the reception of multicast data from the MB-UPF.
If delivery of the multicast data from MB-UPF to UPF needs to be configured, steps 24 to 27 apply.
20.	SMF to MB-SMF: The SMF invokes an Nmbsmf_Reception_Request (MBS session ID, SMF ID, DL tunnel info) request service operation to MB-SMF to establish the shared tunnel between the UPF (PSA) and MB-UPF.
21.	MB-SMF to MB-UPF: The MB-SMF configures the MB-UPF with the received DL tunnel Info and instructs the MB-UPF to forward data of the MBS session to the UPF (PSA) via the tunnel. The MB-UPF starts to forward data of the MBS session to the UPF (PSA).
22.	MB-SMF to SMF: The MB-SMF responds to SMF through Nmbsmf_Reception_Request response. If multicast data are transported via multicast, the MB-SMF provides endpoint information (e.g. the Common-TEID) including the transport multicast address.
23.	SMF to UPF (PSA): The SMF invokes an N4 Session Modification procedure with the UPF (PSA). If multicast data are transported via multicast, the SMF provides endpoint information including the transport multicast address to the UPF (PSA) and the UPF (PSA) sends IGMP Join in order to receive data from the MB-UPF.
24./25.	
Editor's note:	Details on data forwarding, if applicable, needs to wait for RAN WGs.
****************** NEXT CHANGES ***************
7.2.3.x	Inter-AMF mobility without handover
When the AMF performs mobility registration as specified in clause 4.2.2.2.2 of TS 23.502 [6] with the following enhancement:
Namf_Communication_UEContextTransfer may include UE join information.

****************** NEXT CHANGES ***************

[bookmark: _Toc83206866]7.2.5.2	MBS session activation procedure
The following can trigger the MBS session activation procedure:
-	AF requests MB-SMF to activate the MBS session;
-	MB-UPF receives the multicast data and notifies MB-SMF.




Figure 7.2.5.2-1: MBS session activation procedure
In this procedure, steps 2 to 10 and steps 11 to 14 can be executed in parallel.
1.	The procedure may be triggered by the following events:
-	When MB-UPF receives downlink data for a MBS session, based on the instruction from MB-SMF (as described in clause 7.2.5.3), MB-UPF sends N4mb Notification (N4 Session ID) to the MB-SMF for indicating the arrival of DL MBS data.
-	AF sends MBS Activation request (TMGI) to the MB-SMF directly or via NEF.
2.	[Conditional] MB-SMF sends Nmbsmf_MBSSession_ContextStatusNotify (subscription correlation information) to SMF(s) if the SMF has subscribed to the notification of MBS Session activation status due to 5GC individual MBS traffic delivery applied. The SMF updates the MBS Session state to active.
Based on the received subscription correlation information, SMF set the related MBS session state as "Active" state and finds the list of UEs that joined the MBS session identified by the related TMGI. If SMF determines the user plane of the associated PDU session(s) of the UE(s) with respect to TMGI are activated already, steps 3-7 will be skipped for those UE.
3.	SMF sends Namf_MT_EnableGroupReachability Request to AMF, including (UE list, TMGI, associated information). When later UE is reachable, the associated information is used by the AMF to identify and notify the related SMF to activate the associated PDU Session.
3. MB-SMF sends Nmbsmf_MBSSession_ContextStatusNotify to the AMF if the AMF has subscribed to the status notification.
4. If there are UEs in CM-CONNECTED state, the AMF sends the MBS Session activation message to the NG-RAN.
NOTE x: PDU Session UP activation is not required for the 5GC to provide joined UE info to the NG-RAN.
After receiving the request, for each UE in the list, the AMF determines CM state of the UE: see steps 4 - 7.
4.	[Optional] If the UE involved in the MBS Session is in CM-CONNECTED state, the AMF responds the list of the UE involved in the MBS Session and in CM-CONNECTED state, using Namf_MT_EnableGroupReachability Response (UE list). Step 5-6 will not be executed for that UEs in the list.
4b. [Optional] If 5GC individual MBS Traffic delivery is applied, for the CM-CONNECTED UEs, the AMF sends Nsmf_PDUSession_UpdateSMContext message to the SMF and the SMF can then activate the associated PDU Session if not already activated.
5.	[Optional] For If AMF determines that there are any UEs in CM-IDLE state and involved in the MBS Session, and AMF figures out the paging area considering all the UE(s), which need be paged. Tthe AMF sends a paging request message to the NG-RAN node(s) belonging to this Paging Area with the TMGI as the identifier to be paged if the related NG-RAN node(s) support the MBS session. If the NG-RAN node(s) does not support MBS, the AMF sends Paging message to the NG-RAN node(s) per UE without using the MBS Session ID as described in step 4b in clause 4.2.3.3 of TS 23.502 [6].
NOTE 1:	The details of the paging are specified by the RAN WGs.
6.	The UE(s) in CM-IDLE state sends Service Request message to AMF, see clause 4.2.3 of TS 23.502 [6].
7.	The AMF informs the NG-RAN of the joined UEs.
8. [Optional] If 5GC Individual MBS Traffic delivery is required for the MBS Session, After when receiving the Service Request sent by the UE(s), the AMF requests the SMF to activate the associated PDU Session by sending Nsmf_PDUSession_UpdateSMContextbased on the received associated information in step 3 the AMF identifies and notifies the related SMF of the UE(s), which are reachable now as specified in clause 4.2.3 of TS 23.502 [6].
8.	For those UE(s), which the associated PDU Session is activated before step 2 and if the associated QoS flow information has been provided to RAN before, step 8-9 are skipped. 
	After receiving MBS_Session_Notification Response message, SMF determines the related UE is in CM- CONNECTED state and sends Namf_Communication_N1N2MessageTransfer (N2 SM message (MBS Session identifier, associated QoS profiles, mapping information between the unicast QoS flow and multicast QoS flow)) to AMF for the UE which is identified in step 3. The mapping information between the unicast QoS flow and multicast QoS flow is included to support the 5GC Individual MBS traffic delivery.
NOTE 2:	N2 SM message is included in which message depends on what associated information is included in step 3.
9.	AMF sends N2 request message (N2 SM message (MBS Session identifier, associated QoS profiles, mapping information between the unicast QoS flow and multicast QoS flow) to the RAN node.
10a.	If the shared tunnel has not been established before, the shared tunnel is established at this step, as defined in clause 7.2.1.4. The NG-RAN configures UE with RRC messages if needed.
10b.	NG-RAN responses to SMF as steps 9 to 12 defined in clause 7.2.1.3. If 5GC Individual MBS traffic delivery is used, the SMF configures the UPF for individual delivery and if necessary requests the MB-SMF to configure the MB-UPF to send multicast data to the UPF.
11.	If the MB-SMF finds there are shared tunnel established, step11-15 are performed. The MB-SMF sends Namf_MBSCommunication_N2MessageTransfer Request (Activation, TMGI) to the AMF for those NG-RAN nodes, which have shared tunnel with MB-UPF. This step can be performed in parallel with step 2.
NOTE 3:	The messages in step 11 and 12 is MBS-specific messages and it is possible that the AMF(s) in step 10 are not associate to any UEs involved in the MBS Session.
12.	AMF sends NGAP activation message (TMGI) to the RAN nodes. 
13.	RAN nodes responses to AMF by NGAP activation response message. Steps 8 of clause 7.2.1.3 are performed to establish RAN resources to transmit multicast session data to the UE(s). The NG-RAN shall not release the radio connection of a UE that has joined into the multicast session only because no unicast traffic is received for the UE.
14.	AMF to MB-SMF: Namf_MBSCommunication_N2MessageTransfer Response ().
15.	MB-SMF may send N4mb Session Modification Request to MB-UPF. MB-UPF responses to MB-SMF with N4mb Session Modification Response acknowledging the MB-SMF request. See clause 4.4 for more details.
[bookmark: _Toc83206870][bookmark: _Toc66391766][bookmark: _Toc70079080]
****************** NEXT CHANGES ***************
7.2.8	Service request procedure
When the UE go to CM-IDLE and next time user plane of the associated PDU session is activated again, the SMF sends the MBS session information to NG-RAN. The MBS session information indicate that this MBS session is "Inactive" state:
-	For the MBS supporting NG-RAN node, the NG-RAN establish the shared tunnel with the MB-UPF as usual. However, as the MBS session is inactive state, the NG-RAN node will not allocate related radio resource.
-	For the non-MBS supporting NG-RAN node, the unicast QoS flow associated with the MBS session are not established.
When the UE goes to CONNECTED and the user plane of the associated PDU Session is not activated, the AMF provides the UE join information to the NG-RAN.  

****************** END CHANGES ***************
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