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****************** START CHANGE ***************
[bookmark: _Toc20204457][bookmark: _Toc27895156][bookmark: _Toc36192253][bookmark: _Toc45193366][bookmark: _Toc47592998][bookmark: _Toc51835085][bookmark: _Toc83355642]5.2.3.6	Nudm_ParameterProvision service
[bookmark: _Toc20204458][bookmark: _Toc27895157][bookmark: _Toc36192254][bookmark: _Toc45193367][bookmark: _Toc47592999][bookmark: _Toc51835086][bookmark: _Toc83355643]5.2.3.6.1	General
This service is for allowing NEF to provision of information which can be used for the UE in 5GS.
[bookmark: _Toc20204459]Parameter Provision data types used in the Nudm_ParameterProvision Service are defined in Table 5.2.3.6.1-1 below.
Table 5.2.3.6.1-1: Parameter Provision data types
	Parameter Provision data type
	Description

	Expected UE Behaviour parameters
	See clause 4.15.6.3

	Network Configuration parameters
	See clause 4.15.6.3a

	5G-VN group data
	See clause 4.15.6.3b

	5G VN group membership management parameters
	See clause 4.15.6.3c.

	Location Privacy Indication parameters
	Location Privacy Indication parameters of the "LCS privacy" Data Subset of the Subscription Data.
See clause 5.2.3.3.1 and clause 7.1 of TS 23.273 [51].

	Enhanced Coverage Restriction Information
	See clause 4.27.1 and clause 5.31.12 of TS 23.501 [2].

	ECS Address Configuration Information
	See clause 4.15.6.3d.

	Multicast MBS group membership management parameters
	See clause 7.2.x of TS 23.247 [78].

	MBS Session Authorization information
	See clause 7.2.x of TS 23.247 [78].



At least a mandatory key is required for each Parameter Provision Data Type to identify the corresponding data as defined in Table 5.2.3.6.1-2.
Table 5.2.3.6.1-2: Parameter Provision data types keys
	Parameter Provision Data Types
	Data Key
	Data Sub Key

	Expected UE Behaviour parameters
	GPSI or External Group ID
	-

	Network Configuration parameters
	GPSI
	-

	5G-VN group data
	External Group Identifier
	-

	5G VN group membership management parameters 
	External Group Identifier
	-

	Location Privacy Indication parameters.
	GPSI
	-

	Enhanced Coverage Restriction Information
	GPSI
	-

	ECS Address Configuration Information
	GPSI or External Group ID or any UE
	-

	Multicast MBS group membership management parameters
	External Group Identifier
	-

	MBS Session Authorization information
	External Group ID or any UE
	-



[bookmark: _Toc27895158][bookmark: _Toc36192255][bookmark: _Toc45193368][bookmark: _Toc47593000][bookmark: _Toc51835087][bookmark: _Toc83355644]****************** NEXT CHANGES ***************
5.2.3.6.2	Nudm_ParameterProvision_Update service operation
Service operation name: Nudm_ParameterProvision_Update.
Description: The consumer updates the UE related information (e.g., Expected UE Behaviour, Network Configuration parameters, Location Privacy Indication parameters, Enhanced Coverage Restriction Information, ECS Address Configuration Information), or 5G VN group related information (5G VN group data, 5G VN membership management), or Multicast MBS group related information (MBS Session Authorization, Multicast MBS group membership management).
Inputs, Required: AF Identifier, Transaction Reference ID(s).
Inputs, Optional: GPSI or SUPI, External Group ID, at least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters or 5G VN group related information, MTC Provider Information, Validity Time or Location Privacy Indication parameters or Enhanced Coverage Restriction Information or ECS Address Configuration Information, or Multicast MBS group related information..
Outputs, Required: Transaction Reference ID(s), Operation execution result indication.
Outputs, Optional: Transaction specific parameters, if available.
For Multicast MBS group related information, refer to TS 23.247 [78].

[bookmark: _Toc20204460][bookmark: _Toc27895159][bookmark: _Toc36192256][bookmark: _Toc45193369][bookmark: _Toc47593001][bookmark: _Toc51835088][bookmark: _Toc83355645]****************** NEXT CHANGES ***************
5.2.3.6.3	Nudm_ParameterProvision_Create service operation
Service operation name: Nudm_ParameterProvision_Create
Description: The consumer creates a Network Configuration with one or more parameters, or a 5G VN group related information (e.g. 5G VN group data, 5G VN membership management), or Multicast MBS group related information.
Inputs, Required: AF Identifier, Transaction Reference ID(s).
Inputs, Optional: GPSI, External Group ID, one or multiple Network Configuration parameters, or ECS Address Configuration Information, or for 5G VN group creation, External Group ID and 5G VN group related information, MTC Provider Information, or for Multicast MBS group creation and related information.
Outputs, Required: Transaction Reference ID(s), Operation execution result indication.
Outputs, Optional: Transaction specific parameters, if available; Internal Group ID if the inputs include a new 5G VN configuration.
For Multicast MBS group related information, refer to TS 23.247 [78].
****************** NEXT CHANGES ***************
[bookmark: _Toc20204461][bookmark: _Toc27895160][bookmark: _Toc36192257][bookmark: _Toc45193370][bookmark: _Toc47593002][bookmark: _Toc51835089][bookmark: _Toc83355646]5.2.3.6.4	Nudm_ParameterProvision_Delete service operation
Service operation name: Nudm_ParameterProvision_Delete
Description: The consumer deletes one or more previously created Network Configuration parameters, or a 5G VN group, or ECS Address Configuration Information.
Inputs, Required: AF Identifier, Transaction Reference ID(s).
Inputs, Optional: GPSI, External Group ID, for 5G VN group deletion or for Multicast MBS group deletion or Network Configuration of Parameters.
Outputs, Required: Transaction Reference ID(s), Operation execution result indication.
Outputs, Optional: None.
****************** NEXT CHANGES ***************
[bookmark: _Toc20204526][bookmark: _Toc27895225][bookmark: _Toc36192322][bookmark: _Toc45193435][bookmark: _Toc47593067][bookmark: _Toc51835154][bookmark: _Toc83355725]5.2.6.4	Nnef_ParameterProvision service
[bookmark: _Toc20204527][bookmark: _Toc27895226][bookmark: _Toc36192323][bookmark: _Toc45193436][bookmark: _Toc47593068][bookmark: _Toc51835155][bookmark: _Toc83355726]5.2.6.4.1	General
This service is for allowing external party to provision of information which can be used for the UE in 5GS.
[bookmark: _Toc20204528][bookmark: _Toc27895227][bookmark: _Toc36192324][bookmark: _Toc45193437][bookmark: _Toc47593069][bookmark: _Toc51835156][bookmark: _Toc83355727]5.2.6.4.2	Nnef_ParameterProvision_Update service operation
Service operation name: Nnef_ParameterProvision_Update
Description: The consumer updates the UE related information (e.g., Expected UE Behaviour, Network Configuration parameters, Location Privacy Indication parameters, ECS Address Configuration Information) or 5G VN Group related information (e.g. 5G VN group data, 5G VN membership management), or for Multicast MBS group relate information (MBS Session Authorization, Multicast MBS group membership management).
Inputs, Required: AF Identifier, Transaction Reference ID.
Inputs, Optional: GPSI, External Group ID at least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters or 5G VN related information or ECS Address Configuration Information, Validity Time or Location Privacy Indication parameters, MTC Provider Information, or Multicast MBS group relate information.
Outputs, Required: Operation execution result indication.
Outputs, Optional: Transaction specific parameters, if available.
For Multicast MBS group related information, refer to TS 23.247 [78].
[bookmark: _Toc20204529][bookmark: _Toc27895228][bookmark: _Toc36192325][bookmark: _Toc45193438][bookmark: _Toc47593070][bookmark: _Toc51835157][bookmark: _Toc83355728]****************** NEXT CHANGES ***************
5.2.6.4.3	Nnef_ParameterProvision_Create service operation
Service operation name: Nnef_ParameterProvision_Create
Description: The consumer creates a 5G VN group or Multicast MBS group.
Inputs, Required: AF Identifier, Transaction Reference ID.
Inputs, Optional: GPSI, External Group ID for 5G VN group creation or for multicast MBS group creation, External Group ID, 5G VN group related information (e.g., 5G VN group data, 5G VN membership management), MTC Provider Information, Multicast MBS group relate information (e.g. Multicast MBS group membership management).
Outputs, Required: Operation execution result indication.
Outputs, Optional: Transaction specific parameters, if available.
For Multicast MBS group related information, refer to TS 23.247 [78].	
[bookmark: _Toc20204530][bookmark: _Toc27895229][bookmark: _Toc36192326][bookmark: _Toc45193439][bookmark: _Toc47593071][bookmark: _Toc51835158][bookmark: _Toc83355729]****************** NEXT CHANGES ***************
5.2.6.4.4	Nnef_ParameterProvision_Delete service operation
Service operation name: Nnef_ParameterProvision_Delete
Description: The consumer deletes a 5G VN group or deletes a Multicast MBS group.
Inputs, Required: AF Identifier, Transaction Reference ID.
Inputs, Optional: External Group ID.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
For Multicast MBS group related information, refer to TS 23.247 [78].

****************** END CHANGES ***************

