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	Reason for change:
	There is a left issue as follows after last meeting discussion about MINT:

Editor's note:	It is FFS if Disaster Roaming indication needs to be provided from AMF to other NFs (e.g. SMF, AUSF, UDM).
About this issue and corresponding analysis are discussed in S2-2107463, the basic idea is that the AMF has no need to provide Disaster Roaming indication to other NFs during the disaster roaming registration. 

The disaster roaming can be considered as a kind of special roaming, from the architecture and registration procedure perspectives in TS23.501 and TS23.502, there is nothing special compared with the normal roaming case. Now for the roaming case, it can be seen there is no additional indication during the registration to indicate this is for roaming registration. All they work based on the roaming agreements. This logic can be applied to disaster condition directly. 


	
	

	Summary of change:
	The AMF has no need to provide Disaster Roaming indication to other NFs during the disaster roaming registration. Then the above EN can be removed. For clearer to DC roaming case, it can add the following NOTE to clarify:
NOTE:	The procedure of registration for disaster roaming service follows the registration for normal roaming as specified in TS23.502[2] clause 4.2.2 and the HPLMN can learn about that the AMF request from PLMN providing disaster roaming services is for disaster roaming based on the disaster roaming agreements.
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* * * * Start of 1st Change * * * * 
[bookmark: _Toc83302161]5.40.4	Registration for Disaster Roaming service
For a UE to receive Disaster Roaming service from a PLMN providing Disaster Roaming service, the UE sends a NAS Registration Request message with Registration Type value "Disaster Roaming":
-	When the AMF in the PLMN providing Disaster Roaming service receives a NAS Registration Request with Registration Type set to "Disaster Roaming", the AMF controls if the UE is allowed to access Disaster Roaming service in the area with Disaster Condition as specified in TS 23.502 [3] clause 4.2.2.2.2.
To support the Disaster Roaming service, the PLMN providing Disaster Roaming service is configured to support communication with the network entities in the HPLMN of the UE, i.e. configurations related to roaming interfaces for communication between serving PLMN and HPLMN shall be deployed in the affected entities. This communication between the PLMNs need only be enabled during the Disaster Condition.
Editor's note:	It is FFS if Disaster Roaming indication needs to be provided from AMF to other NFs (e.g. SMF, AUSF, UDM).
NOTE 1:	The procedure of registration for disaster roaming service follows the registration for normal roaming as specified in TS 23.502 [3] clause 4.2.2 and the HPLMN can learn about that the AMF request from PLMN providing disaster roaming services is for disaster roaming based on the disaster roaming agreements.
The Disaster Roaming service is limited to the impacted geographic area with Disaster Condition. The NG-RAN nodes and AMF in the PLMN providing Disaster Roaming service are configured with the area information, i.e. a list of TAIs which can be formulated by the PLMN providing the Disaster Roaming service based on the geographic area with Disaster Condition in the other PLMN(s).
The AMF in the PLMN providing Disaster Roaming service provides the mobility restriction list to the NG-RAN as specified in clause 5.3.4.1.1 considering the area with Disaster Condition, and also indicating that EPC is not an allowed core network.
* * * * End of Changes * * * *

