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************************************ START OF CHANGE ****************************************
5.2.5.4.2
USS initiated C2 pairing policy configuration in EPS


The USS initiated C2 pairing policy configuration in EPS is as follows:
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1. USS initiated C2 pairing policy configuration steps 1 -3 Figure 5.2.5.4.1-1

0. UAV is attached to EPC with a PDN connection established 

4. Create Bearer Request steps 2-11 of Figure 5.4.2.1-1 or PDN GW Initiated bearer 

modification with bearer QoS update steps 2-11 3GPP TS 23.401

5. Steps 6 –���Figure 5.2.5.4.1-1
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Figure 5.2.5.4.2-1: USS initiated C2 pairing policy conifguration in EPS
0.
The UAV is attached in the network and has a PDN connection established.
1.
A USS initiated C2 pairing policy configuration is initated as described in steps 1 - 3 in Figure 5.2.5.4.1-1. 
2.
If the PCF determines that the SMF+PGW-C needs updated policy information, the PCF issues a Npcf_SMPolicyControl_UpdateNotify request with updated policy information. The updated policy information includes the UAV-C IP address. The SMF+PGW-C performs EPS QoS mappings, from the 5G QoS parameters obtained from the PCF as defined in clause 4.11.1.1 and Annex C of 3GPP TS 23.502 [x].
3-
The SMF+PGW-C configures the UPF to allow C2 traffic to the UAV-C
4.
The SMF+PGW-C determines if a new dedicated bearer is required or an existing bearer need to be modified and initiates a Create Bearer Request as described in steps 2-11 of Figure 5.4.2.1-1 3GPP TS 23.401 [x] or PDN GW initiated bearer modification with bearer QoS update procedure as described in 3GPP TS 23.401
5.
The PCF notifies the UAS NF/NEF when the modification of the transmission resources corresponding to the QoS update succeeded or failed as in steps 6-7 of Figure 5.2.5.4.1-1
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