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	Reason for change:
	If the SMF set is large, then it can be difficult for all SMF instance to share their data. Also, some network may not have common data storage, so the context transfer can be needed within the same set. It doesn’t need to limit between sets. 


	
	

	Summary of change:
	Remove limitation of context transfer between sets.


	
	

	Consequences if not approved:
	The network can’t support a large set and should have a common data storage.
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* * * Start of Change 1 * * *
[bookmark: _Toc20204381][bookmark: _Toc27895080][bookmark: _Toc36192173][bookmark: _Toc45193286][bookmark: _Toc47592918][bookmark: _Toc51835005][bookmark: _Toc83793474]4.26.1	General
Network Function/NF Service Context Transfer Procedures allow transfer of Service Context of a NF/NF Service from a Source NF/NF Service Instance to the Target NF/NF Service Instance, e.g. before the Source NF/NF Service can gracefully close its NF/NF Service. If SMF sets are deployed this applies from an SMF instance within an SMF set to an SMF instance of another SMF set.
A request (push procedure, see clause 4.26.2) or response (pull procedure, see clause 4.26.3) from a Source NF/NF Service Instance to a Target NF/NF Service Instance contains either
-	the context being transferred, e.g. SM context (direct mode); or
-	optionally, an endpoint address from which Target NF/NF Service Instance can retrieve the context, see TS 29.501 [62] (indirect mode).
It assumes that access to a given context endpoint address can be restricted to single Target NF/NF Service Instance.
NOTE:	Which procedures need to be executed for indirect mode is part of the specific context transfer procedures as specified in clause 4.26.5.
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