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	Reason for change:
	The feature Paging Restriction is specified in 4.3.33.6 The Paging Restriction Information may indicate any of the following:
a)	all paging is restricted, or
b)	all paging is restricted, except paging for voice service (MMTel voice or CS domain voice), or
c)	all paging is restricted, except for certain PDN Connection(s), or
d)	all paging is restricted, except for certain PDN Connection(s) and voice service (MMTel voice or CS domain voice).
NOTE 1:	The UE expects not to be paged for any purpose in case a). The UE expects to be paged only for voice service in case b). The UE expects to be paged only for certain PDN Connection(s) in case c). The UE expects be paged for voice service and certain PDN Connection(s) in case d).
NOTE 2:	In the case of roaming, the paging restrictions for voice service implied by bullet b) and d) depends on the existence of an agreement with the HPLMN to support voice service via IMS. Hence the support of paging restrictions in bullets b) and d) takes the IMS voice service agreement into consideration.
Once the PR feature is applied, UE has to miss any control plane signalling from network, including the important configuration updates, e.g., SoR, credentials. That makes UE out control of MNOs, which may cause serious and unexpected consequence. For example, HPLMN couldn’t steer its UE to dedicated network via SoR. 


	
	

	Summary of change:
	· To add description that Paging Restriction feature shall not restrict any paging of control plane signalling

	
	

	Consequences if not approved:
	The feature is performed incorrectly


	
	

	Clauses affected:
	4.3.33.1; 4.3.33.6
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**** First Change ****
[bookmark: _Toc19107115][bookmark: _Toc11154881]
[bookmark: _Toc83276804]4.3.33	Support for Multi-USIM UE
[bookmark: _Toc83276805]4.3.33.1	General
A network and a UE may support one or more of the following features for Multi-USIM UE operation:
-	Connection Release, as described in clause 4.3.33.2.
-	Paging Cause Indication for Voice Service, as described in clause 4.3.33.3.
-	Reject Paging Request, as described in clause 4.3.33.4.
-	Paging Timing Collision Control, as described in clause 4.3.33.5.
-	Paging Restriction, as described in clause 4.3.33.6.
In the Attach procedure (as specified in clause 5.3.2.1), or in the Tracking Area Update procedure (as specified clause 5.3.3), when a Multi-USIM UE has more than one USIM active, supports and intends to use one or more Multi-USIM specific features, it indicates to the MME the corresponding Multi-USIM feature(s) are supported. Based on the received indication of supported Multi-USIM features from the UE, the MME shall indicate to the UE the support of the Multi-USIM features based on the Multi-USIM features supported by network and any preference policy by the network, if available. When a UE returns to having only one USIM active from a Multi-USIM UE that previously indicated to the network it supported Multi-USIM feature(s), the UE shall indicate all the Multi-USIM features are not supported to the network for that USIM. The MME shall only indicate the support of Paging Restriction feature together with the support of either Connection Release feature or Reject Paging Request feature.
The Multi-USIM UE includes the support of individual features for Connection Release, Paging Cause Indication for Voice Service, Reject Paging Request and Paging Restrictions as specified in clause 5.11.3.
A Multi-USIM UE shall use a separate IMEI for each USIM when it registers to the network.
Paging Restriction feature shall not restrict any paging of control plane signalling. 


*** Next Changes ****
[bookmark: _Toc83276810]4.3.33.6	Paging Restriction
The UE and the network may support Paging Restriction. The UE, if the MME indicates that the network supports Paging Restriction feature, may indicate Paging Restriction Information in Service Request, Extended Service Request or Tracking Area Update Request as specified in clauses 4.3.33.2 and 4.3.33.4. The Paging Restriction Information feature shall not restrict any paging of control plane signalling and the Paging Restriction Information may indicate any of the following:
a)	all paging is restricted, except paging for control plane signalling, or
b)	all paging is restricted, except paging for voice service (MMTel voice or CS domain voice) and except paging for control plane signalling, or
c)	all paging is restricted, except for certain PDN Connection(s) and except paging for control plane signalling, or
d)	all paging is restricted, except for certain PDN Connection(s) and voice service (MMTel voice or CS domain voice) and except paging for control plane signalling.
NOTE 1:	The UE expects not to be paged for any purpose in case a), except paging for control plane signalling. The UE expects to be paged only for voice service in case b), except paging for control plane signalling. The UE expects to be paged only for certain PDN Connection(s) in case c), except paging for control plane signalling. The UE expects be paged for voice service and certain PDN Connection(s) in case d), except paging for control plane signalling.
NOTE 2:	In the case of roaming, the paging restrictions for voice service implied by bullet b) and d) depends on the existence of an agreement with the HPLMN to support voice service via IMS. Hence the support of paging restrictions in bullets b) and d) takes the IMS voice service agreement into consideration.
*** End of Changes ****

