오류! 지정한 스타일은 사용되지 않습니다.
2
오류! 지정한 스타일은 사용되지 않습니다.

[bookmark: _Toc20203929][bookmark: _Toc27894614][bookmark: _Toc36191681][bookmark: _Toc45192767][bookmark: _Toc47592399][bookmark: _Toc51834480][bookmark: _Toc68061667][bookmark: historyclause][bookmark: _Hlk500254404]3GPP TSG-SA WG2 Meeting #147E	S2-2108022(wasS2-2107457)
E-Meeting, 18th – 22nd October 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.247
	CR
	0019
	rev
	[bookmark: _GoBack]1
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	NRF service operation for broadcast service

	
	

	Source to WG:
	Samsung

	Source to TSG:
	SA2

	
	

	Work item code:
	5MBS
	
	Date:
	2021-10-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	For broadcast service NRF should support AMF discovery of MB-SMF, which is based on the MBS service area(i.e. TA list, Cell ID list). 
So in accordance AMF profile update is supported for its coverage.  

	
	

	Summary of change:
	· For broadcast service AMF discovery is supported based on the MBS service area.
· NF profile is updated; MB-SMF service area is added to MB-SMF profile, MBS service area for area session ID is replaced with session area for alignment with other description.

	
	

	Consequences if not approved:
	Broacast service is not working.

	
	

	Clauses affected:
	5.3.2.15

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc20203931][bookmark: _Toc27894616][bookmark: _Toc36191683][bookmark: _Toc45192769][bookmark: _Toc47592401][bookmark: _Toc51834482][bookmark: _Toc75411235]*******Start of changes*******
[bookmark: _Toc81825906]5.3.2.15	NRF
[bookmark: _Toc81825907]5.3.2.15.1	General
In addition to the functions defined in TS 23.501 [5], the NRF performs the following functions to support 5G MBS:
-	Support of new NF types MB-SMF and MBSF and their corresponding NF profiles.
-	For both multicast and broadcast MBS Session, support of MB-SMF discovery based on parameters such as DNN, S-NSSAI and MB service area, at MBS Session creation.
-	For multicast MBS Session, support of MB-SMF discovery based on MBS Session ID by SMF serving the multicast Session at UE join.
-	For broadcast MBS Session, support of AMF discovery based on MBS service area by MB-SMF.

[bookmark: _Toc81825908]5.3.2.15.2	Extensions to NF profile at NRF
In addition to the NF profile contents defined in clause 6.2.6.2 of TS 23.501 [5], the NF profile in the NRF contains the following content:
[bookmark: _Hlk79536073]-	For MB-SMF, the NF profile may include MB-SMF service area, MBS Session ID(s), Area Session ID(s) and corresponding MBS service area(s) if available.
-	For AMF, the NF profile includes its coverage by TAI list and Cell ID list.
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