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	Reason for change:
	1. [bookmark: OLE_LINK4][bookmark: OLE_LINK5]The verification of UE location has been described in multiple places, including clause 5.4.11.4 in 23.501 and clause 4.2.2.2.2, 4.2.3.2, 4.3.2.2.1, 4.3.2.2.2 in 23.502, and some inconsistent descriptions exist as well. To ensure alignment and avoid duplicated descriptions, it is preferrable to give a common description in 23.501 and can be referenced in other clauses if needed.
2. There is a NOTE in clause 6.1.3.5 of 23.503 to describe the category of satellite backhaul that can be deployed. 
“NOTE2:	The type (i.e. GEO, MEO, LEO or OTHERSAT) of the satellite involved in the backhaul is referred as the satellite backhaul category. Only a single backhaul category can be indicated.”
Since “satellite backhaul category” is debut in clause 5.8.2.15 of 23.501, it is preferable to move such description to this clause to make clearer the specific category that can be used.
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*************** First change ***************
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: _Toc83301646][bookmark: _Toc45194840][bookmark: _Toc47594252][bookmark: _Toc51836883][bookmark: _Toc59101317]5.4.11.4	Verification of UE location
[bookmark: OLE_LINK8]In order to ensure that the regulatory requirements are met, the network may be configured to enforce that the selected PLMN is allowed to operate in the country of the UE location by verifying the UE location during Mobility Management and Session Management procedures. In this case, when the AMF receives a NGAP message containing User Location Information for a UE using NR satellite access, the AMF may decide to verify the UE location. If the AMF determines based on the Selected PLMN ID and ULI (including Cell ID) received from the gNB that it is not allowed to operate at the present UE location the AMF should reject the request with a suitable Cause value and if known in AMF, inform the UE of the country of the UE location. In case the UE is rejected, and the UE is already registered to the network, the AMF may initiate deregistration of the UE.
[bookmark: OLE_LINK9][bookmark: OLE_LINK10]If the AMF, based on the ULI, is not aware of the UE location with sufficient accuracy to make a final decision, the AMF proceeds with the Mobility Management or Session Management procedure and may initiate UE location procedure, as specified in clause 6.10.1 of TS 23.273 [87], to determine the UE location. In case of a NAS procedure, the AMF should either reject any NAS request targeted towards a PLMN that is not allowed to operate at the known UE location and indicate a suitable Cause valu e and, if known in AMF, the country of the UE location, or accept the NAS procedure and later deregister the UE once the UE location is known.
NOTE 1:	The location information cannot be guaranteed to be sufficiently accurate for the AMF to determine in all cases the country where UE is located.
NOTE 2:	Some countries use multiple MCCs and some MCCs, such as 901, can be allowed in multiple countries and therefore the UE can register in a PLMN with MCC different from the one returned to the UE.
In the case of a handover procedure, if the (target) AMF determines that it is not allowed to operate at the current UE location, the AMF either rejects the handover, or accepts the handover and later deregisters the UE.
*************** Second change ***************
[bookmark: _Toc83301789]5.8.2.15	Reporting of satellite backhaul to SMF
If the AMF is aware that a satellite backhaul with long delay is used towards 5G AN, the AMF may report this to SMF as part of the PDU Session establishment procedure as described in clause 4.3.2 of TS 23.502 [3]. If AMF is aware that satellite backhaul category changes (e.g. at handover), the AMF reports the current satellite backhaul category and indicates the satellite backhaul category change to SMF.
NOTE1:	It is assumed that the AMF can determine the Satellite backhaul category for the notification to the SMF based on local configuration, e.g. based on Global RAN Node IDs associated with satellite backhaul.
NOTE2:	The type (i.e. GEO, MEO, LEO or OTHERSAT) of the satellite involved in the backhaul is referred as the satellite backhaul category. Only a single backhaul category can be indicated.
*************** End of changes ***************

