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	Reason for change:
	This CR is proposed to delete the following FFS based on RAN2 LS reply in R2-2108942.
Editors' note:	It is to be coordinated with RAN if local co-ordinates would be limited to certain positioning methods.
Based on following description in RAN2 LS reply, 
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]“However, for some RAT independent positioning methods like A-GNSS, RAN2 understanding is that an LMF would need to perform a translation from global co-ordinates to local co-ordinates. Based on the latest 23.032 and 29.572 "Local Co-ordinates are relative to a known reference point defined by an unique Coordinate ID configured by the PLMN operator." and "The origin may have known WGS84 coordinates.", RAN2 understands that this would only be possible when the origin for the local coordinates has a known global location. When that is not available, local coordinates could not be supported. RAN2 believes that this restriction applies only to GNSS based and barometric sensor-based positioning methods. For other positioning methods, there would be no restrictions.”
For GNSS based and barometric sensor-based positioning methods, if local coordinates is used, the LMF has to perform a transmission from global co-ordinates to local co-ordinates.

Because the definition and description of positioning methods is out of SA2 scope, it is unreadable to add the limitation above in normal text in TS 23.273. Furthermore, how does the LMF determine the coordinates and positioning methods is implementation dependent.
So it is proposed to
1. Delete the FFS.
2. Clarify that the coordinate type(s) is considered by LMF when determining type of position method.
3. [bookmark: OLE_LINK9][bookmark: OLE_LINK10]Add a note to reflect the limitation mentioned in RAN2 LS reply: If local coordinates is used, the LMF has to perform a transmission from global coordinates to local co-ordinates for some positioning methods, e.g. GNSS based and barometric sensor-based positioning methods.


	
	

	Summary of change:
	Delete FFS related to local co-ordinates.

	
	

	Consequences if not approved:
	Unsolved FFS.
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* * * * Start of 1st Change * * * *
[bookmark: _Toc75342887][bookmark: _Toc19171939][bookmark: _Toc27844230][bookmark: _Toc36134388][bookmark: _Toc45176071][bookmark: _Toc51762101][bookmark: _Toc51762586][bookmark: _Toc51763069][bookmark: _Toc75348567]4.3.8	Location Management Function, LMF
The LMF manages the overall co-ordination and scheduling of resources required for the location of a UE that is registered with or accessing 5GCN. It also calculates or verifies a final location and any velocity estimate and may estimate the achieved accuracy. The LMF receives location requests for a target UE from the serving AMF using the Nlmf interface. The LMF interacts with the UE in order to exchange location information applicable to UE assisted and UE based position methods and interacts with the NG-RAN, N3IWF or TNAN in order to obtain location information.
The LMF shall determine the result of the positioning in geographical co-ordinates as defined in TS 23.032 [8] and/or in local co-ordinates as defined in TS 23.032 [8]. If requested and if available, the positioning result may also include the velocity of the UE. The coordinate type(s) is determined by LMF when receiving a location request, based on LCS Client type and supported GAD shapes. If the location request indicates regulatory LCS Client type the LMF shall determine a geographical location and optionally a location in local coordinates. For location request indicates a value added LCS Client type, the LMF may determine the UE location in local coordinates or geographical co-ordinates or both. If the supported GAD shapes is not received or Local Co-ordinates is not included in the supported GAD shapes, the LMF shall determine a geographical location.
NOTE:	If local coordinates is determined, the LMF has to perform a transmission from global coordinates to local coordinates for some positioning methods, e.g. GNSS based and barometric sensor-based positioning methods.
Editors' note:	It is to be coordinated with RAN if local co-ordinates would be limited to certain positioning methods.
Additional functions which may be performed by an LMF to support location services include the following.
-	Support a request for a single location received from a serving AMF for a target UE.
-	Support a request for periodic or triggered location received from a serving AMF for a target UE.
-	Determine type and number of position methods and procedures based on UE and PLMN capabilities, QoS, UE connectivity state per access type, LCS Client type, coordinate type(s) and optionally service type.
-	Report UE location estimates directly to a GMLC for periodic or triggered location of a target UE.
-	Support cancelation of periodic or triggered location for a target UE.
-	Support the provision of broadcast assistance data to UEs via NG-RAN in ciphered or unciphered form and forward any ciphering keys to subscribed UEs via the AMF.
-	Support change of a serving LMF for periodic or triggered location reporting for a target UE.
-	Support of receiving stored UE Positioning Capability from AMF and support of providing updated UE Positioning Capability to AMF.
-	Map the UE location to a country or an international area based on the request from AMF.
* * * * End of Change * * * *
