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----------------------------------------First Change---------------------------------------------
[bookmark: _Toc83205984]5.2.4.4	USS initiated UAV Re-authorization procedure in EPSC
Editor's note:	To be specified.
For USS initiated UAV Re-authorization in EPS, the procedure described in clause 5.2.4.3 is followed with following differences:
-	SMF is replaced by SMF+PGW-C combo function, PDU Session is replace by PDN connection.
-	At step 2 the UAS NF/NEF retrieves the corresponding stored UUAA context which includes information on whether a UUAA-SM has been performed and the identity of the SMF+PGW-C and the IP address of the PDN Connection that is serving the UUAA
-	Steps 3a and 5a are not relevant as UUAA-MM is only performed in 5GS
-	At step 5b the SMF+PGW-C invokes the PDN GW initiated bearer modification without QoS update procedure (figure 5.4.3-1 of TS 23.401 [6]) by sending Update Bearer Request message, including the CAA-Level UAV ID and the authorization message in the PCO.
	The Update Bearer Request message including the CAA-Level UAV ID and the authorization message is forwarded by the MME as Downlink NAS Transport to the UE (steps 4 and 5 in figure 5.4.3-1 of TS 23.401 [6]).
----------------------------------------Next Changes--------------------------------------------

[bookmark: _Toc83205994]5.2.5.4	USS initiated C2 pairing policy configuration
[bookmark: _Hlk83906649][bookmark: _Toc83205996]5.2.5.4.2	USS initiated C2 pairing policy configuration in EPS
Editor's note:	EPS procedures need to be updated according to the agreed 5GS procedure for C2 pairing policy configuration.
For USS initiated C2 pairing policy configuration in EPS, the procedure described in clause 5.2.5.4.1 is followed with following differences:
-	SMF is replaced by SMF+PGW-C combo function, PDU Session is replace by PDN connection.
-	Based on the updated policy information received at step 4, 
-	the SMF+PGW-C determines and provides N4 rules to enable communication between UAV and UAV-C, e.g. Packet Detection Rules, Forwarding Action Rules.
-	[Conditional] If QoS needs to be updated: the SMF+PGW-C determines N4 rules for QoS update and provides to the PGW-U.
-	At step 5, the SMF+PGW-C invokes the PDN GW initiated bearer modification with bearer QoS update procedure (clause 5.4.2.1 in TS 23.401 [6]) by sending Update Bearer Request message to the SGW. Steps 2 – 11 in clause 5.4.2.1-1 of TS 23.401 [6] are executed to update QoS in the UE and the RAN.
----------------------------------------End of Changes--------------------------------------------

