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	We have below requirement in 23.501 : 

"The AMF in the PLMN providing Disaster Roaming service provides the mobility restriction list to the NG-RAN as specified in clause 5.3.4.1.1 considering the area with Disaster Condition, and also indicating that EPC is not an allowed core network"

Also, no support or solution is adopted in CT1 study and conclusions regarding MINT over EPC. Thus all the interworking procedures are also not expected to be applied, this is proposed to be clarified in this CR. 


	
	

	Summary of change:
	 Clarify non applicability of interworking procedures if UE is registered for disaster roaming service.
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FIRST  CHANGE
4.11
System interworking procedures with EPC

4.11.0
General

Clause 4.11 includes the following:

-
Procedures for interworking with EPS based on N26 interface (clause 4.11.1) and interworking without N26 interface (clause 4.11.2);

-
Handover procedures between EPS and 5GC-N3IWF (clause 4.11.3), handover procedures between EPS and 5GC-TNGF (clause 4.11.3a) and handover procedures between EPC/ePDG and 5GS (clause 4.11.4);

-
Impact to 5GC procedure due to interworking with EPC (clause 4.11.5);

-
Interworking for common network exposure (clause 4.11.6).

In clause 4.11, UEs are assumed to support both 5GC NAS and EPC NAS unless explicitly stated otherwise.
The procedures in clause 4.11 are not applicable for Disaster Roaming service (see TS 23.501 [2] clause 5.40).
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