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	Reason for change:
	It is agreed that the NSACF can take the Access Type into account for increasing and decreasing the number of UEs and PDUs per network slice. However it is unclear whether the NSACF maintains single value or separated value for each Access Type. It is proposed to use single value for both Access Types.

For number of PDU sessions per network slice admission control, it is unclear how the NSACF counts the MA PDU Session. It is proposed to add a NOTE to clarify it 


	
	

	Summary of change:
	For MA PDU Session, the SMF provides both 3GPP access and non 3GPP access to NSACF when the MA PDU Session is established, and the NSACF counts only once.
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	It is unclear how the NSACF count the MA PDU session.
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[bookmark: _Toc68061709]* * * * start of 1st  change * * * *
[bookmark: _Toc83301850]5.15.11.2	Maximum number of PDU sessions per network slice admission control
The NSACF controls (i.e. increase or decrease) the current number of PDU Sessions per network slice so that it does not exceed the maximum number of PDU session allowed to be served by that network slice. When the current number of PDU sessions with the network slice is to be increased, the NSACF first checks whether the maximum number of PDU sessions per network slice for that network slice has already been reached.
The anchor SMF triggers a request to NSACF for maximum number of PDU sessions per network slice control during PDU session establishment/release procedures in clauses 4.3.2 and 4.3.4 of TS 23.502 [3].
The SMF provides the Access Type to the NSACF when triggering a request to increase or decrease the number of PDU Sessions. The NSACF takes Access Type into account for increasing and decreasing the current number of PDU Sessions depending on the applicability of the Access Type for the NSAC for maximum number of PDU Sessions for the S-NSSAI. 
NOTE 1:	For MA PDU Session the SMF provides the Access Type to NSACF when the user plane is first established or released in the associated access network.
[bookmark: _GoBack]NOTE 2:	I-SMF does not interact with NSCAF.
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