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1. Overall Description:

SA2 thanks CT3 for their LS on Network Slice (Instance) load level related Analytics.

Related to CT3 questions:

1. Whether the load level information per network slice (instance) is still required as part of output parameters for the network slice (instance) load level related analytics?
SA2 confirms that load level information per network slice (instance) is still provided as part of output analytics for slice load level related network data analytics. The attached approved CR tries to clarify this point.
2. How does the NWDAF determine to provide the "Number of UE Registrations" and the "Number of PDU Sessions establishment" as part of the analytics result?
In Release 17, NWDAF always provides "Number of UE Registrations” and "Number of PDU Sessions establishment" as output analytics, unless an optional analytics filter with a list of analytics subset not including "Number of UE Registrations" and/or "Number of PDU Sessions establishment" is provided by the analytics consumer. In that case, only the output analytics contained in the analytics subset are provided by NWDAF.
3. How does the NWDAF determine to provide the "Resource usage", "Resource usage threshold crossings" and "Resource usage threshold crossings time period" as part of the analytics result? Whether the "crossings" can be extended with matching direction (such as below, above or crossed the threshold)?
For "Resource usage", the same applies as for Question 2. For "Resource usage threshold crossings" and "Resource usage threshold crossings time period", they are only provided when a threshold value is provided by the analytics consumer, as mentioned in their corresponding descriptions in Tables 6.3.3A-1 and Tables 6.3.3A-3 of TS 23.288. If the analytics consumer provides an analytics filter with "Resource usage threshold crossings" or "Resource usage threshold crossings time period" as part of analytics subset but no threshold value, an error message should be provided to the consumer by NWDAF. 
SA2 confirms a matching direction can be provided as filter by the analytics consumer, as described in clause 6.1.3 of TS 23.288. However, in the case of slice load level related network data analytics, the threshold value and matching direction can also be provided with Nnwdaf_AnalyticsInfo_Request service operation. Please see attached approved CR0451 on TS 23.288.
2. Actions:

To CT3:
ACTION: 
SA2 kindly asks CT3 to take the above answers into account.
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