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	Reason for change:
	The following EN in clause 6.5.3 needs to be resolve.

Editor's note:	The measurement of the signal strength of PC5 unicast link with the 5G ProSe UE-to-Network Relay for relay reselection can be updated and refined based on RAN2 decision or specification.

According to the following RAN2 agreements captured in clause 8.7.3 "Relay re selection" in R2-2106475 (RAN2#114-e: Report from session on positioning and sidelink relay), it is considered that Remote UE measures signal strength of PC5 unicast link with U2N Relay for relay reselection as the exiting text in clause 6.5.3 reads.

	Agreements:
Use only SL-RSRP if available; discuss the no data case by email.
…



	Agreements:
Leave to UE implementation whether to use SL-RSRP or SD-RSRP for relay reselection trigger evaluation in case of no data transmission from relay to remote.
…



Therefore, the above EN can be removed.
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	Remove the EN in clause 6.5.3.
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	Unresolved Editor's note exists.
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* * * * Start of 1st Change * * * *
[bookmark: _Toc73625624][bookmark: _Toc83206734]6.5.3	5G ProSe UE-to-Network Relay reselection
After being connected to the 5G ProSe UE-to-Network Relay, the 5G ProSe Remote UE keeps performing the measurement of the signal strength of PC5 unicast link with the 5G ProSe UE-to-Network Relay for relay reselection.
Editor's note:	The measurement of the signal strength of PC5 unicast link with the 5G ProSe UE-to-Network Relay for relay reselection can be updated and refined based on RAN2 decision or specification.
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