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	Reason for change:
	Clause 6.2.4 of TS 23.304 states the following:
1.	The UE sends the UE Policy provisioning request including the UE Policy Container (5G ProSe Policy Provisioning Request) to the AMF.
However, per stage 3 (TS 24.501), “UE Policy Provisioning Request” does not include UE Policy Container. Instead, “UE Policy Provisioning Request” is one of the UE policy delivery service types specified in “UE Policy Container” encapsulated in Payload Container IE carried in e.g. UL NAS TRANSPORT message. 
The content of “UE Policy Container” is transparenat to the AMF, that is, the AMF is not aware of the UE policy delivery service type “UE Policy Provisioning Request”.
The above means that step 2 of Figure 6.2.4-1 of TS 23.304 will not happen, i.e. the AMF would not send Npcf_UEPolicyControl_Update sent to PCF.


Figure 6.2.4-1: UE triggered 5G ProSe Policy provisioning procedure
To address issue, it’s proposed to follow TS 23.502 clause 4.2.4.3 for AMF interaction with PCF, see step 5 below:  
 === TS 23.502====
4.2.4.3 UE Configuration Update procedure for transparent UE Policy delivery


Figure 4.2.4.3-1: UE Configuration Update procedure for transparent UE Policy deliver
That is, when AMF receives UL NAS TRANSPORT message carrying UE Policy container, the AMF sends Namf_Communication_N1MessageNotify instead of Npcf_UEPolicyControl_Update to PCF.


	
	

	Summary of change:
	Correct the description related to UE Policy provisioning request.
When AMF receives UL NAS TRANSPORT message carrying UE Policy container, the AMF sends Namf_Communication_N1MessageNotify instead of Npcf_UEPolicyControl_Update to PCF.
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****************** START CHANGE ***************
[bookmark: _Toc66692715][bookmark: _Toc66701894][bookmark: _Toc69883568][bookmark: _Toc73625581][bookmark: _Toc81988419][bookmark: _Toc58920812]6.2.4	Procedure for UE triggered ProSe Policy provisioning
The UE triggered Policy Provisioning procedure is initiated by the UE to request ProSe Policy/Parameter from the PCF when UE determines the 5G ProSe Policy/Parameter is invalid in the following cases:
-	if the validity timer indicated in the 5G ProSe Policy/Parameter expires;
-	if there are no valid parameters, e.g. for the 5G ProSe service type a UE wants to use, for current area, or due to abnormal situation.




Figure 6.2.4-1: UE triggered 5G ProSe Policy provisioning procedure
1.	The UE sends the UL NAS TRANSPORT message carrying UE Policy provisioning request including carrying the UE Policy Container (5G ProSeUE Policy Provisioning Request to request 5G ProSe policies) to the AMF.
2.	The AMF sends Namf_Communication_N1MessageNotify the Npcf_UEPolicyControl_Update request to the PCF including the UE Policy Container received from UE.
3.	The PCF receives UE Policy Container which indicates UE Policy Provisioning Request to request 5G ProSe policies. If the 5G ProSe policies are authorized based on AMF input, the PCF performs tThe UE Policy delivery procedure as defined in clause 4.2.4.3 of TS 23.502 [5] is triggered.
****************** END CHANGES ***************
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