

	
3GPP TSG-SA2 Meeting #147E (e-meeting)	S2-2107359
Elbonia, October 18 - 22, 2021	(Revision of S2-21xxxxx)
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.304
	CR
	[bookmark: _GoBack]0016
	rev
	-
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Clarification on Discovery Request Procedure

	
	

	Source to WG:
	ZTE

	Source to TSG:
	SA2

	
	

	Work item code:
	5G_ProSe
	
	Date:
	2021-10-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	In clause 6.3.1.4 for discovery request procedures, the exact signalling procedures involving the UE, the 5G DDNMFs, and the ProSe Application Server are specified in TS 23.303 clauses 5.3.3 and 5.3.3A with some modifications. In clauses 5.3.3 and 5.3.3A of TS 23.303, several steps in the discovery request procedure involve the E-UTRAN for authorising and configuring the radio resources for the UE. For the corresponding procedures in 5G ProSe, the NG-RAN should substitute as the E-UTRAN for authorising and configuring the radio resources for the UE.
It is proposed to replace the E-UTRAN with the NG-RAN in diecovery requset procedures for 5G ProSe.

	
	

	Summary of change:
	Replace the E-UTRAN with the NG-RAN in diecovery requset procedures for 5G ProSe in clause 6.3.1.4.

	
	

	Consequences if not approved:
	The description regarding the modification for the 5G ProSe discovery request procedures in clause 6.3.1.4 is not correct.

	
	

	Clauses affected:
	6.3.1.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


****************** FIRST CHANGE ***************
[bookmark: _Toc73625588][bookmark: _Toc81548024]6.3.1.4	Discovery Request procedures
The Discovery Request procedure can be used by the "announcing UE" or "monitoring UE" in order to be authorised to access the discovery resources and perform 5G ProSe Direct Discovery. The exact signalling procedures involving the UE, the 5G DDNMFs, and the ProSe Application Server are specified in TS 23.303 [3] clause 5.3.3, with the following modifications:
-	the 5G DDNMF takes the role of "ProSe Function" in the procedure;
[bookmark: _Hlk68622363]-	Upon receiving a Discovery Request for restricted discovery from a UE, if the 5G DDNMF does not have a valid PDUID for that UE, the 5G DDNMF gets the PDUID and subscribes to notifications on Change of PDUID using Npcf_AMPolicyAuthorization_Subscribe from PCF as defined in the clause 5.2.5.8.6 in TS 23.502 [5], including the SUPI, Event ID set to "Change of PDUID", and immediate reporting flag to indicate that the current PDUID value should be provided to the consumer. The PCF provides the PDUID and its validity timer.
-	At the time the PCF generates a new PDUID, if the subscription to "Change of PDUID" is active it sends Npcf_AMPolicyAuthorization_Notify to the 5G DDNMF to report a new PDUID and its validity timer.
-	the HSS is replaced by UDM;
-	the E-UTRAN is replaced by NG-RAN;
-	corresponding 5GS identifiers replace the EPS identifiers, e.g. use SUPI instead of IMSI, and use GPSI instead of MSISDN;
-	PC5_tech parameter is omitted and the intended PC5 radio technology is NR.
The Discovery Request procedure can also be used by the Discoveree UE or the Discoverer UE in order to be authorised to access the discovery resources and perform 5G ProSe Direct Discovery, Model B. The exact signalling procedures are defined in TS 23.303 [3] clause 5.3.3A, with the same modifications as in the above list apply.
The events reported by the PCF, described in clause 6.1.3.18 in TS 23.503 [9] are extended to report "Change of PDUID" to the 5G DDNMF.
****************** END OF CHANGES ***************

