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****************** FIRST CHANGE ***************
[bookmark: _Toc66692687][bookmark: _Toc66701866][bookmark: _Toc69883533][bookmark: _Toc73625548][bookmark: _Toc81547983][bookmark: OLE_LINK3]5.8.2.3	Identifiers for groupcast mode 5G ProSe direct communication
For groupcast mode of 5G ProSe direct communication over PC5 reference point, the application layer may provide Application Layer Group ID.
The UE determines a Destination Layer-2 ID as below:
-	When the Application Layer Group ID is provided by the application layer,
-	and when ProSe Layer-2 Group ID is configured for the Application Layer Group ID provided by the application layer as specified in clause 5.1.3.1, the UE uses the ProSe Layer-2 Group ID as the Destination Layer-2 ID; or
-	and when ProSe Layer-2 Group ID is not configured for the Application Layer Group ID provided by the application layer, the UE converts the Application Layer Group ID into a Destination Layer-2 ID.
-	When the Application Layer Group ID is not provided by the application layer, the UE determines the Destination Layer-2 ID based on configuration of the mapping between ProSe IdentifierProSe service type and Layer-2 ID, as specified in clause 5.1.3.1.
NOTE:	The mechanism for converting the application layer provided Application Layer Group ID to the Destination Layer-2 ID is defined in Stage 3.
The UE self-selects a Source Layer-2 ID.
****************** SECOND CHANGE ***************
[bookmark: _Toc66692715][bookmark: _Toc66701894][bookmark: _Toc69883568][bookmark: _Toc73625581][bookmark: _Toc81548017]6.2.4	Procedure for UE triggered ProSe Policy provisioning
The UE triggered Policy Provisioning procedure is initiated by the UE to request ProSe Policy/Parameter from the PCF when UE determines the 5G ProSe Policy/Parameter is invalid in the following cases:
-	if the validity timer indicated in the 5G ProSe Policy/Parameter expires;
-	if there are no valid parameters, e.g. for the 5G ProSe IdentifierProSe service type a UE wants to use, for current area, or due to abnormal situation.


Figure 6.2.4-1: UE triggered 5G ProSe Policy provisioning procedure
1.	The UE sends the UE Policy provisioning request including the UE Policy Container (5G ProSe Policy Provisioning Request) to the AMF.
2.	The AMF sends the Npcf_UEPolicyControl_Update request to the PCF including the UE Policy Container received from UE.
3.	The UE Policy delivery procedure defined in clause 4.2.4.3 of TS 23.502 [5] is triggered.
****************** THIRD CHANGE ***************
[bookmark: _Toc19199141][bookmark: _Toc27821931][bookmark: _Toc36126285][bookmark: _Toc66692732][bookmark: _Toc66701914][bookmark: _Toc69883591][bookmark: _Toc73625607][bookmark: _Toc81548043]6.4.3.2	Link identifier update for a unicast link
Figure 6.4.3.2-1 shows the link identifier update procedure for a unicast link. When privacy requirements are configured for a ProSe IdentifierProSe service type associated with the unicast link, identifiers used for the unicast mode of 5G ProSe communication over PC5 reference point (e.g. Application Layer ID, Source Layer-2 ID, and IP address/prefix) shall be changed over time as specified in clauses 5.8.2.1 and 5.8.2.4. A UE may decide to change the identifiers for other reasons, e.g. application layer requirement. This procedure is used to update and exchange new identifiers between the source and the peer UEs for a unicast link before using the new identifiers, to prevent service interruptions. When there are privacy requirements as indicated above, this procedure is executed over a security protected unicast link.
If a UE has multiple unicast links using the same Application Layer IDs or Layer-2 IDs, the UE needs to perform the link identifier update procedure over each of the unicast links.
****************** END OF CHANGES ***************
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