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1. Overall Description:
SA2 thanks CT4 for their LS on LCS MO-LR Procedure in 5G. SA2 discussed the questions and agreed the following answers.

Q1:	In 5GC-MO-LR procedure, which information (GMLC Number or H-GMLC Address) is actually provided by the UE and used by the AMF to select the (H-)GMLC?
A1	: Based on TS 23.271 and TS 23.273, UE may include the address of the GMLC in MO-LR request. SA2 believes the IE type of the “GMLC address” parameter is not within SA2 WG scope and leaves this decision up to other WGs.

Q2:	In 5GC-MO-LR procedure, which information (LCS Service Type or Service Identity) is actually provided by the UE and used by the GMLC to perform service privacy check?
A2	: SA2 agrees the following aspects:
· The Service Identity is provided by the UE based on the step 2 in clause 6.2 in TS 23.273.
· The Service Type which is used by GMLC for privacy check is not provided by the UE as for the GMLC can map the received Service Identity to a corresponding Service Type.

Q3:	What’s the consideration of backward compatibility with early release of LCS, if SA2/CT1 decides to select new mechanism different from 4G LCS?
A3	: Annex A in TS 23.273 describes the differences with TS 23.271. SA2 believes the Annex A can be used to support the backward compatibility.

2. Actions:
To CT4 group.
ACTION: 	SA2 kindly asks CT4 to take the above information into account. 
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