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* * * * 1st change * * * *
[bookmark: _Toc20204396][bookmark: _Toc27895095][bookmark: _Toc36192188][bookmark: _Toc45193301][bookmark: _Toc47592933][bookmark: _Toc51835020][bookmark: _Toc83355574]5.2.2	AMF Services
[bookmark: _Toc20204397][bookmark: _Toc27895096][bookmark: _Toc36192189][bookmark: _Toc45193302][bookmark: _Toc47592934][bookmark: _Toc51835021][bookmark: _Toc83355575]5.2.2.1	General
The following table shows the AMF Services and AMF Service Operations.
Table 5.2.2.1-1: List of AMF Services
	Service Name
	Service Operations
	Operation
Semantic
	Known Consumer(s)

	Namf_Communication
	UEContextTransfer
	Request/ Response
	Peer AMF

	
	CreateUEContext
	Request/ Response
	Peer AMF

	
	RelocateUEContext
	Request/ Response
	Peer AMF

	
	CancelRelocationUEContext
	Request/ Response
	Peer AMF

	
	ReleaseUEContext
	Request/ Response
	Peer AMF

	
	RegistrationStatusUpdate
	Request/ Response
	Peer AMF

	
	N1MessageNotify
	Subscribe / Notify
	PCF, LMF, Peer AMF

	
	N1N2MessageSubscribe
	
	PCF

	
	N1N2MessageUnSubscribe
	
	PCF

	
	N1N2MessageTransfer
	Request/ Response
	SMF, SMSF, PCF, LMF

	
	N1N2TransferFailureNotification
	Subscribe / Notify
	SMF, SMSF, PCF, LMF

	
	N2InfoSubscribe
	Subscribe / Notify
	NOTE 1

	
	N2InfoUnSubscribe
	
	NOTE 1

	
	N2InfoNotify
	
	AMF, LMF

	
	EBIAssignment
	Request/Response
	SMF

	
	AMFStatusChangeSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeUnSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeNotify
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	NonUeN2MessageTransfer
	Request/Response
	Peer AMF, CBCF, PWS-IWF, LMF

	
	NonUeN2InfoSubscribe
	Subscribe / Notify
	CBCF, PWS-IWF

	
	NonUeN2InfoUnSubscribe
	
	CBCF, PWS-IWF

	
	NonUeN2InfoNotify
	
	CBCF, PWS-IWF, LMF

	Namf_EventExposure
	Subscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF, LMF, GMLC

	
	Unsubscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF, LMF, GMLC

	
	Notify
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF, LMF, GMLC

	Namf_MT
	EnableUEReachability
	Request/Response
	SMSF, SMF

	
	ProvideDomainSelectionInfo
	Request/Response
	UDM

	
	EnableGroupReachability
	Request/Response
	SMF

	
	UEReachabilityInfoNotify
	Subscribe / Notify
	SMF

	Namf_Location
	ProvidePositioningInfo
	Request/Response
	GMLC

	
	EventNotify
	Subscribe / Notify
	GMLC

	
	ProvideLocationInfo
	Request/Response
	UDM

	
	CancelLocation
	Request/Response
	GMLC

	NOTE 1:	In this Release of the specification no known consumer is identified to use this service operation.



* * * * 2nd change * * * *
[bookmark: _Toc83355609][bookmark: _Toc20204424][bookmark: _Toc27895123][bookmark: _Toc36192220][bookmark: _Toc45193333][bookmark: _Toc47592965][bookmark: _Toc51835052][bookmark: _Toc83355608]5.2.2.4.4	Namf_MT_EnableGroupReachability service operation
Service operation name: Namf_MT_EnableGroupReachability.
Description: NF Service Consumer use this service operation to request paging towards a group of UEs.
Inputs, Required: Multicast Session ID, UE list, UE reachability Notification Address.
Inputs, Optional:  MBS service area.
Outputs, Required: None.
Outputs, Optional: List of UEs in connected state (out of the input list).
This service operation is used in 5G MBS as specified in TS 23.247 [78].
5.2.2.4.X	Namf_ MT_UEReachabilityInfoNotify
Service operation name: Namf_ MT_ UEReachabilityInfoNotify
Description: Provided the UE reachability information and user location information by the AMF to NF consumers.
Inputs, Required: Notification Correlation ID 
Inputs, Optional: list of reachable UE (UE ID, User Location Information), list of unreachable UE (UE ID).
Outputs, Required: None.
Outputs, Optional: None.
* * * * End of changes * * * *
