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1. Overall Description:

SA2 would like to inform GSMA TSG that according to 3GPP specifications 5GS capable UEs are allowed to operate in private networks and Standalone Non-Public Networks (SNPNs) without a USIM i.e., using ME stored credentials in accordance with what is specified in TS 23.501 and TS 33.501. This operation is allowed possibly in parallel to another connection to a PLMN for which UE is required to have USIM as defined in Annex D.4 of TS 23.501 from rel.16 onwards. 
3GPP SA2 is discussing the requirements for allocation of IMEI for these devices. 3GPP SA2 observed for UEs that have more than one simultaneous registration or connection the related GSMA PRDs TS.06 and TS.37 link the requirement for unique and separate IMEI to active operation of the SIM. For example, TS.06 contains the following requirement:
A single transceiver may be connected to one or several UICCs/eUICCs. If only one 

(U)SIM on one of the connected UICCs/eUICCs can be used to connect to the 

network at any time then only one IMEI is required. If more than one (U)SIM can be 

connected at the same time to a transceiver, for example in Stand-by Mode, the 

transceiver shall have multiple, unique IMEIs so that all (U)SIMs, that are connected 

at the same time, will use a separate, unique IMEI. 

See TS.37 Requirements for Multi SIM Devices, for more information about the 

implementation of Multiple (U)SIM in devices.

	And TS.37 the requirement: 

rement ID 
	Requirement 

	TS37_2.1_REQ_1 
	In accordance with GSMA TS.06, each simultaneously active SIM in a device SHALL have a unique associated IMEI. 


3GPP SA2 would like to ask GSMA TSG whether a device where the device can register simultaneously to a PLMN using (U)SIM and a private network/SNPN that does not require (U)SIM is required to have and signal a separate IMEI for each simultaneous registration. 

2. Actions:

To GSMA TSG
ACTION: 
SA2 kindly asks GSMA TSG whether a device that registers with a 3GPP private network/SNPN using 3GPP RAT is required to signal a different IMEI than any of the other simultaneous registrations with a 3GPP network using 3GPP RAT(s). 
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