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FIRST CHANGE
6.2.3.4.3
EAS Deployment Information Management in the SMF

The SMF may receive the new/updated/removed EAS Deployment Information from UDR via NEF via Subscribe /Notify as shown in the figure below.
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Figure 6.2.3.4.3-1: EAS Deployment Information management in the SMF procedure

1-2.
As pre-requisite condition, the SMF subscribes to EAS Deployment Information Change Notification from the NEF by sending Nnef_EASDeployment_Subscribe message. The SMF indicates that the current status of EAS Deployment Information shall be notified immediately (if available). The SMF may indicate for which (list of) DNN and/or S-NNSAI it subscribes. 
3-4.
The NEF invokes Nnef_EASDeployment_Notify (DNN and/or DNAI(s) and/or application(s), EAS Deployment Information) to the SMF(s) to which the EAS Deployment Information shall be provided. If there is EAS Deployment Information available and immediate report is required, the NEF notifies the SMF(s) with such information.
NOTE: The procedures enable the SMF to receive the new/updated/removed EAS Deployment Information when EAS Deployment Information is provisioned/changed/removed in the UDR. 
SECOND CHANGE
7.1.3.2
Neasdf_NodeLevelDNSHandlingInfo_Create Service Operation

Service operation name: Neasdf_NodeLevelDNSHandlingInfo_Create.

Description: Create the Node Level DNS Handling Information in EASDF.

Input, Required: Node Level DNS Handling Information.

Input, Optional: None.

Output, Required: Result Indication, DNS Handling Information Identity if successful.

Output, Optional:.

THIRD CHANGE
7.1.3.3
Neasdf_NodeLevelDNSHandlingInfo_Update Service Operation

Service operation name: Neasdf_NodeLevelDNSHandlingInfo_Update.

Description: Update the Node Level DNS Handling Information in EASDF.

Input, Required: Updated Node Level DNS Handling Information.

Input, Optional: None.

Output, Required: Result Indication, DNS Handling Information Identity if successful.

Output, Optional: None.

FORTH CHANGE
7.1.3.4
Neasdf_NodeLevelDNSHandlingInfo_Delete Service Operation

Service operation name: Neasdf_NodeLevelDNSHandlingInfo_Delete.

Description: Delete the Node Level DNS Handling Information in EASDF.

Input, Required: DNS Handling Information Identity.

Input, Optional: None.

Output, Required: Result Indication.

Output, Optional: None.
END OF CHANGES
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