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	Reason for change:
	When UE moves into the Non-Allowed Area, it is not allowed to initiate Service Request to and other connection request to obtain user service that is not related to mobility as specified in TS 23.501 5.3.4.1.1

For Multi-USIM UE, when it moves into the Non-Allowed Area, the removal of the Paging Restriction Information is not related mobility, so it is not allowed to initated Service Request and Registration Request to remove the PR Information until the UE moves into Allowed Area. At this time, UE can’t receive any paging from network regarding to control plane signalling, e.g., SoR. 


	
	

	Summary of change:
	· To add NOTE for clarification that removal of the Paging Restriction Information can be removed via Registration procedure. 
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**** First Change ****
[bookmark: _Toc20149723][bookmark: _Toc27846514][bookmark: _Toc36187638][bookmark: _Toc45183542][bookmark: _Toc47342384][bookmark: _Toc51769082][bookmark: _Toc83301602]5.3.4	UE Mobility
[bookmark: _Toc20149724][bookmark: _Toc27846515][bookmark: _Toc36187639][bookmark: _Toc45183543][bookmark: _Toc47342385][bookmark: _Toc51769083][bookmark: _Toc83301603]5.3.4.1	Mobility Restrictions
[bookmark: _Toc20149725][bookmark: _Toc27846516][bookmark: _Toc36187640][bookmark: _Toc45183544][bookmark: _Toc47342386][bookmark: _Toc51769084][bookmark: _Toc83301604]5.3.4.1.1	General
Mobility Restrictions restrict mobility handling or service access of a UE. The Mobility Restriction functionality is provided by the UE (only for mobility restriction categories provided to the UE), the radio access network and the core network.
Unless otherwise stated, Mobility Restrictions only apply to 3GPP access and wireline access, they do not apply to other non-3GPP accesses.
The UE and the network shall override Mobility restriction as specified in clause 5.16.4.3 when accessing the network for Emergency Services. For MPS and MCX, service area restriction does not apply, as specified in TS 24.501 [47].
For UE requesting Disaster Roaming service, the UE is only allowed to receive services in the area with Disaster Condition as specified in clause 5.40.4. The other areas shall be considered as forbidden area for the UE registered for Disaster Roaming service.
Service Area restrictions and handling of Forbidden Areas for CM-IDLE state and, for CM-CONNECTED state when in RRC Inactive state are executed by the UE based on information received from the core network. Mobility Restrictions for CM-CONNECTED state when in RRC-Connected state are executed by the radio access network and the core network.
In CM-CONNECTED state, the core network provides Mobility Restrictions to the radio access network within Mobility Restriction List.
Mobility Restrictions consists of RAT restriction, Forbidden Area, Service Area Restrictions, Core Network type restriction and Closed Access Group information as follows:
-	RAT restriction:
	Defines the 3GPP Radio Access Technology(ies), a UE is not allowed to access in a PLMN. In a restricted RAT a UE based on subscription is not permitted access to the network for this PLMN. For CM-CONNECTED state, when radio access network determines target RAT and target PLMN during Handover procedure, it should take per PLMN RAT restriction into consideration. The RAT restriction is enforced in the network, and not provided to the UE.
-	Forbidden Area:
	In a Forbidden Area, the UE, based on subscription, is not permitted to initiate any communication with the network for this PLMN. The UE behaviour in terms of cell selection, RAT selection and PLMN selection depends on the network response that informs the UE of Forbidden Area. A Forbidden Area applies either to 3GPP access or to non-3GPP access.
	Further description on Forbidden Area when using wireline access is available in TS 23.316 [84].
NOTE 1:	If the N3GPP TAI (see clause 5.3.2.3) is forbidden in a PLMN, non-3GPP Access is forbidden altogether in this PLMN.
NOTE 2:	The UE reactions to specific network responses are described in TS 24.501 [47].
-	Service Area Restriction:
	Defines areas in which the UE may or may not initiate communication with the network as follows:
-	Allowed Area:
	In an Allowed Area, the UE is permitted to initiate communication with the network as allowed by the subscription.
[bookmark: OLE_LINK10][bookmark: OLE_LINK7]-	Non-Allowed Area:
	In a Non-Allowed Area a UE is service area restricted based on subscription. The UE and the network are not allowed to initiate Service Request, or any connection requests for user plane data, control plane data, exception data reporting, or SM signalling (except for PS Data Off status change reporting) to obtain user services that are not related to mobility.
	The UE shall not use the entering of a Non-Allowed Area as a criterion for Cell Reselection, a trigger for PLMN Selection or Domain selection for UE originating sessions or calls. The RRC procedures while the UE is in CM-CONNECTED with RRC Inactive state are unchanged compared to when the UE is in an Allowed Area. The RM procedures are unchanged compared to when the UE is in an Allowed Area. The UE in a Non-Allowed Area shall respond to core network paging or NAS Notification message from non-3GPP access with Service Request and RAN paging. The UE in a Non-Allowed Area may initiate MA PDU Session establishment or activation over a non-3GPP access other than wireline access, but the User Plane resources on the 3GPP access for the MA-PDU shall not be established or activated. The handling of Non-Allowed Area when using wireline access is described in TS 23.316 [84].
NOTE 3:	When the services are restricted in 5GS due to Service Area Restriction, then it is assumed that the services will be also restricted in all RATs/Systems at the same location(s) using appropriate mechanisms available in the other RATs/Systems.
NOTE 4:	Delivery of SOR transparent container, UE policy container, UE parameters update transparent container as defined in TS 24.501 [47], is part of the mobility related service and is allowed in an area with service restriction.
NOTE 5:	For a UE in CM-CONNECTED state then neither control plane data transmission nor, if user plane resources are already established, user plane data transmission are restricted by a non-allowed area.
NOTE 6:  When Multi-USIM UE determines to remove the Paging Restriction Information, then it is assumed that it is related to mobility and Registration is used to remove the Paging Restriction Information.
*** End of Changes ****

