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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc75412160][bookmark: _Toc51835324][bookmark: _Toc47593237][bookmark: _Toc45193605][bookmark: _Toc36192503][bookmark: _Toc27895400][bookmark: _Toc20204686][bookmark: _Toc27895446][bookmark: _Toc36192550][bookmark: _Toc45193652][bookmark: _Toc47593284][bookmark: _Toc51835371][bookmark: _Toc75412211]5.2.13	BSF Services
[bookmark: _Toc75412161][bookmark: _Toc51835325][bookmark: _Toc47593238][bookmark: _Toc45193606][bookmark: _Toc36192504][bookmark: _Toc27895401][bookmark: _Toc20204687]5.2.13.1	General
The following table shows the BSF Services and Service Operations:
Table 5.2.13.1-1: NF services provided by the BSF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nbsf_management
	Register
	Request/Response
	PCF

	
	Deregister
	Request/Response
	PCF

	
	Discovery
	Request/Response
	NEF, AF, NWDAF, TSCTSF

	
	Update
	Request/Response
	PCF

	
	Susbcsribe
	Subscribe/Notify
	PCF, AF, TSCTSF, 5G DDNMF

	
	Unsubscribe
	Subscribe/Notify
	PCF, AF, TSCTSF, 5G DDNMF

	
	Notify
	Subscribe/Notify
	PCF, AF, TSCTSF, 5G DDNMF



* * * * Second change * * * *
5.2.19	AF Services
[bookmark: _Toc20204733][bookmark: _Toc27895447][bookmark: _Toc36192551][bookmark: _Toc45193653][bookmark: _Toc47593285][bookmark: _Toc51835372][bookmark: _Toc75412212]5.2.19.1	General
The following table illustrates the AF Services.
Table 5.2.19.1-1: Services provided by AF
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Naf_EventExposure
	Subscribe
	Subscribe/Notify
	NEF, NWDAF

	
	Unsubscribe
	
	NEF, NWDAF

	
	Notify
	
	NEF, NWDAF

	Naf_ProSe
	AuthorizeDiscovery
	Request/Response
	5G DDNMF



NOTE:	In this release of the specification, Naf_EventExposure service is only used for analytics as described in TS 23.288 [50].
* * * * Third change * * * *
[bookmark: _Toc75412218]5.2.19.3	Naf_ProSe serviceVoid
[bookmark: _Toc75412219]5.2.19.3.1	GeneralVoid
Service description: This service enables consumer NF to request authorization for Discovery Request.
[bookmark: _Toc75412220]5.2.19.3.2	VoidNaf_ ProSe_AuthorizeDiscovery service operation
Service operation name: Naf_ProSe_AuthorizeDiscovery
Description: Authorize Discovery Request from the consumer NF.
Input, Required: ProSe Application ID, Request Type.
Input, Optional: Application Level Container, Allowed number of suffixes, RPAUID, Target RPAUID.
Output, Required: ProSe Application Code Suffix pool, Response Type, PDUID(s), Target PDUID.
Output, Optional: Mask(s) for the ProSe Application Code Suffix(es) corresponding to ProSe Application ID, N sets of Target PDUID - Target RPAUID - Metadata Indicator.
See clause 6.3.1 in TS 23.304 [77], for examples of usage of this service operation.

* * * * End of changes * * * *


