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	Reason for change:
	When performing a Registration, a UE should include an IE in the Registration message indicating the last visited TAI. With NR satellite access, a UE would not typically know the TAI in which it is geographically located because geographic definitions of TAIs are not provided to UEs. Nevertheless, the UE can be aware of the TAIs supported by a radio cell from indications broadcast in the radio cell. A UE can then select a TAI that is indicated for the RPLMN or equivalent to the RPLMN that is also part of the UE Registration Area. This will allow the UE to mimic the behaviour of a UE with TN access from the perspective of the AMF. In some cases, the TAI selected by the UE may not be the same as the TAI in which the UE was located at the time of selection.  However, it is not clear that this will cause a any problem, since the TAI is historic and does not need to be the same as the TAI in which the UE is currently located. For example, the UE will still be able to inform a a new AMF about any previous AMF or previous PLMN accessed by the UE. In addition, when the Registration Area includes only one TAI, including this TAI as the last visited TAI seems to be the only good solution.  

	
	

	Summary of change:
	Add support for the above method of selecting the last visited TAI.

	
	

	Consequences if not approved:
	The last visited TAI IE may have to be omitted in a Registration for NR Satellite Access which may cause problems for an AMF implemented to expect to receive this IE. For example, the AMF may have greater difficulty in identifying or verifying a previous AMF or previous PLMN.
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**** First Change ****
5.4.11.6	Support of Mobility Registration Update
A radio cell for NR satellite access may indicate support for one or more TACs for each PLMN. A UE that is registered with a PLMN may access a radio cell and does not need to perform a Mobility Registration Update procedure as long as at least one supported TAC for the RPLMN or equivalent to the RPLMN is part of the UE Registration Area. A UE shall perform a Mobility Registration Update procedure when accessing a radio cell where none of the supported TACs for the RPLMN or equivalent to the RPLMN are part of the UE Registration Area.
When indicating a last visited TAI in a Registration Update, a UE may indicate any TAI supported in a radio cell for the RPLMN or equivalent to the RPLMN for the last UE access prior to the Registration Update that is part of the UE Registration Area.

**** End of Changes ****
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