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	Reason for change:
	1. Clarify the Network Slice Admission Control for S-NSSAI used for onboarding based on the reply LS.

2. SNPN should terminate the PDU session within SNPN itself in the case of access to SNPN using credentials from CH. In this case, the SNPN AMF should disregard the bullet f) of clause 6.3.2 and always select the SMF in SNPN for the PDU session


	
	

	Summary of change:
	1. Calrify that Network Slice Admission Control maybe supported for S-NSSAI used for onboarding based on operator policies in the onbarding network.
2. Clarify that the AMF always selects the SMF in the SNPN regardless of Subscription information from UDM, i.e. bullet f) of clause 6.3.2.

	
	

	Consequences if not approved:
	1. Not clear how SNPN AMF treats the Subscription information from UDM when selecting the SMF in case of UE access using credentials from CH 
2. Relationship for Network Slice Admission Control and S-NSSAI used for onboarding is unclear
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* * * * First change * * * *
[bookmark: _Toc83302036][bookmark: _Toc83302037][bookmark: _Toc75441031][bookmark: _Toc51769583][bookmark: _Toc47342881][bookmark: _Toc45184039][bookmark: _Toc83302178]5.30.2.9.1	General
SNPNs may support UE access using credentials owned by a Credentials Holder separate from the SNPN. In this case the Session Management procedures (i.e. PDU Sessions) terminate in an SMF in the SNPN.
NOTE:	During SMF discovery and selection, subscription information from UDM, i.e. bullet f) of clause 6.3.2 is not applicable.
When an SNPN supports UE access using credentials assigned by a Credentials Holder separate from the SNPN, it is assumed that is supported is homogeneously within the whole SNPN.
Credentials Holder using AAA Server for primary authentication and authorization is described in clause 5.30.2.9.2 and Credentials Holder using AUSF and UDM for primary authentication and authorization is described in clause 5.30.2.9.3.
[bookmark: _Toc83302043]* * * * Second change * * * *
5.30.2.10.4	Remote Provisioning of UEs in Onboarding Network
5.30.2.10.4.1	General
Editor's note:	This clause should introduce the following clauses.
The support of Network Slice Admission Control as described in clause 5.15.11 for S-NSSAI used for onboarding is optional and subject to Onboarding Network operator policies.
* * * * End of changes * * * *

