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	Reason for change:
	In SA2#147E, a CR (S2-2107114) was discussed and one aspect to check is whether the AF considered to be untrusted by the operator (untrusted AF) can be assumed to be able to provide the S-NSSAI when the untrusted AF wants to subscribe or unsubscribe for the number of UEs or the number of PDU Sessions per network slice notification with the NEF.
Considering the security aspect, in case of 3rd party AF or untrusted AF, it is normal that such AF should not know about the S-NSSAI. But it is supposed that such AF will provide an external parameter, which would then be translated or mapped into the internal parameter. For example, in TS 33.501, the untrusted AF sends the External Network Slice Information (ENSI) to the NEF, and the NEF translates it further to S-NSSAI. Alternatively, the AF-Service-Identifier may also be used for such translation/mapping to the S-NSSAI as specified in clause 6.2.5.0 in TS23.501.


	
	

	Summary of change:
	Clarifies that external parameter (e.g., AF-Service-Identifier or ENSI) should be used for translation/mapping to the S-NSSAI, when the untrusted AF wants to subscribe or unsubscribe for the number of UEs or the number of PDU Sessions per network slice notification with the NEF.

	--
	

	Consequences if not approved:
	Not clear on how the untrusted AF would communicate with NEF for subscribing for the number of UEs or the number of PDU Sessions per network slice notification.
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The AF considered not to be trusted by the network operator subscribes or unsubscribes for the number of UEs or the number of PDU Sessions per network slice notification with the NEF as per the description in Figure 4.15.3.2.10-1 with the following differences: 
-	Step 1, in the Nnef_EventExposure_Subscribe/Unsubscribe Request message to the NEF, the AF considered not to be trusted by the network operator does not provide the S-NSSAI but provides the AF-Service-Identifier as defined in TS 29.522 as part of the Event Filter parameter, for which reporting is required. The AF-Service-Identifier is used by the NEF to translate it to the S-NSSAI.
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