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	Reason for change:
	· As specified in IEEE 802.1AS and 802.1588, the attribute announceReceiptTimeout is described as the number of announce intervals. To enable the NW-TT determine the timeout of the reception of (g)PTP Announce, the Announce Interval also need to be provided for time-aware system and Boundary Clock respectively. 
· [bookmark: _GoBack]To configure the NW-TT for DS-TT ports, the TSCTSF or TSN AF should use the "Time synchronization information for each DS-TT port" element in UMIC.

	
	

	Summary of change:
	· Add the Announce Interval attributes for time-aware system.
· To clarify the TSCTSF or TSN AF uses the "Time synchronization information for each DS-TT port" element in UMIC for DS-TT ports.
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[bookmark: _Toc83302365]K.2.2.2	Configuration for Sync and Announce reception timeouts
The NW-TT shall be able to determine the timeout of the reception of (g)PTP Announce (when the 5GS operates as a time-aware system or Boundary Clock) and gPTP Sync messages (when the 5GS operates as time-aware system). To enable this, the TSCTSF or TSN AF shall configure the NW-TT for the following Port Management Iinformation via PMIC for each PTP port in NW-TT and "Time synchronization information for each DS-TT port" element in UMIC for each PTP port in DS-TT:
	portDS.announceReceiptTimeout (for time-aware system and Boundary Clock);
	portDS.syncReceiptTimeout (for time-aware system);
	portDS.logAnnounceInterval (for Boundary Clock);.
portDS.initialLogAnnounceInterval, portDS.useMgtSettableLogAnnounceInterval and portDS.mgtSettableLogAnnounceInterval (for time-aware system) .
* * * * End of 1st change * * * *

