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* * * * First change * * * *
[bookmark: _Toc83301647]5.4.11.5	Network selection for NR satellite access
Network selection principles specified in clause 5.2.2 apply also for NR satellite access.
For NR satellite access, a UE with location capability should use its awareness of its location to select a PLMN that is allowed to operate in the country of the UE location as specified in TS 23.122 [17].
In order to ensure that the regulatory requirements are met, the network may be configured to enforce this UE choice by verifying the UE location, as described in clause 5.4.11.4.
For the case where a NG-RAN node serves a satellite access system that covers more than one country, when NG-RAN detects that UE moves out of the country that is allowed to be operated by the current PLMN, the NG-RAN node selects the AMF serving the target PLMN based on UE's current location and triggers the Intra NG-RAN node N2 based handover procedure. 
* * * * 2nd change * * * *
[bookmark: _Toc20150220][bookmark: _Toc27847028][bookmark: _Toc36188160][bookmark: _Toc45184071][bookmark: _Toc47342913][bookmark: _Toc51769615][bookmark: _Toc83302222]6.3.5	AMF discovery and selection
The AMF discovery and selection functionality is applicable to both 3GPP access and non-3GPP access.
The AMF selection functionality can be supported by the 5G-AN (e.g. RAN, N3IWF) and is used to select an AMF instance for a given UE. An AMF supports the AMF selection functionality to select an AMF for relocation or because the initially selected AMF was not an appropriate AMF to serve the UE (e.g. due to change of Allowed NSSAI). Other CP NF(s), e.g. SMF, supports the AMF selection functionality to select an AMF from the AMF set when the original AMF serving a UE is unavailable.
5G-AN selects an AMF Set and an AMF from the AMF Set under the following circumstances:
1)	When the UE provides no 5G-S-TMSI nor the GUAMI to the 5G-AN.
2)	When the UE provides 5G-S-TMSI or GUAMI but the routing information (i.e. AMF identified based on AMF Set ID, AMF pointer) present in the 5G-S-TMSI or GUAMI is not sufficient and/or not usable (e.g. UE provides GUAMI with an AMF region ID from a different region).
3)	AMF has instructed AN that the AMF (identified by GUAMI(s)) is unavailable and no target AMF is identified and/or AN has detected that the AMF has failed.
4)	When the UE attempts to establish a signalling connection, and the following conditions are met:
-	the 5G-AN knows in what country the UE is located; and
-	the 5G-AN is connected to AMFs serving different PLMNs of different countries; and
-	the UE provides a 5G-S-TMSI or GUAMI, which indicates an AMF serving a different country to where the UE is currently located; and
-	the 5G-AN is configured to enforce selection of the AMF based on the country the UE is currently located.
	Then the 5G-AN shall select an AMF serving a PLMN corresponding to the UE's current location. How 5G-AN selects the AMF in this case is defined in TS 38.410 [125].
NOTE:	AMF selection case 4) does not apply if 5G-AN nodes serves one country only.
In the case of NF Service Consumer based discovery and selection, the CP NF selects an AMF from the AMF Set under the following circumstances:
-	When the AMF has instructed CP NF that a certain AMF identified by GUAMI(s) is unavailable and the CP NF was not notified of target AMF; and/or
-	CP NF has detected that the AMF has failed; and/or
-	When the selected AMF does not support the UE's Preferred Network Behaviour.
In the case of delegated discovery and associated selection, the SCP selects an AMF from the corresponding AMF Set under the following circumstances:
-	The SCP gets an indication "select new AMF within SET" from the CP NF; and/or
-	SCP has detected that the AMF has failed.
The AMF selection functionality in the 5G-AN may consider the following factors for selecting the AMF Set:
-	AMF Region ID and AMF Set ID derived from GUAMI;
-	Requested NSSAI;
-	Local operator policies;
-	5G CIoT features indicated in RRC signalling by the UE;
-	IAB-indication;
-	NB-IoT RAT Type;
-	Category M Indication;
-	SNPN Onboarding indication as indicated in RRC signalling by the UE;.
-	UE’s current country location to enable change of AMF during handover as specified in 5.4.11.5.
AMF selection functionality in the 5G-AN or CP NFs or SCP considers the following factors for selecting an AMF from AMF Set:
-	Availability of candidate AMF(s).
-	Load balancing across candidate AMF(s) (e.g. considering weight factors of candidate AMFs in the AMF Set).
-	In 5G-AN, 5G CIoT features indicated in RRC signalling by the UE.
-	In 5G-AN, SNPN Onboarding indication as indicated in RRC signalling by the UE.
When the UE accesses the 5G-AN with a 5G-S-TMSI or GUAMI that identifies more than one AMF (as configured during N2 setup procedure), the 5G-AN selects the AMF considering the weight factors.
When 5G-S-TMSI or GUAMI provided by the UE to the 5G-AN contains an AMF Set ID that is usable, and the AMF identified by AMF pointer that is not usable (e.g. AN detects that the AMF has failed) or the corresponding AMF indicates it is unavailable (e.g. out of operation) then the 5G-AN uses the AMF Set ID for selecting another AMF from the AMF set considering the factors above.
The discovery and selection of AMF in the CP NFs or SCP follows the principle in clause 6.3.1
In the case of NF Service Consumer based discovery and selection, the AMF or other CP NFs shall utilize the NRF to discover the AMF instance(s) unless AMF information is available by other means, e.g. locally configured on AMF or other CP NFs. The NRF provides the NF profile(s) of AMF instance(s) to the AMF or other CP NFs. The AMF selection function in the AMF or other CP NFs selects an AMF instance as described below:
[bookmark: OLE_LINK34][bookmark: OLE_LINK35][bookmark: OLE_LINK36]When NF Service Consumer performs discovery and selection the following applies:
-	In the case of AMF discovery and selection functionality in AMF or other CP NFs use GUAMI (in the SNPN case, along with NID of the SNPN that owns the AMF instances to be discovered and selected) or TAI to discover the AMF instance(s), the NRF provides the NF profile of the associated AMF instance(s). If an associated AMF is unavailable due to AMF planned removal, the NF profile of the backup AMF used for planned removal is provided by the NRF. If an associated AMF is unavailable due to AMF failure, the NF profile of the backup AMF used for failure is provided by the NRF. If AMF pointer value in the GUAMI is associated with more than one AMF, the NRF provides all the AMFs associated with this AMF pointer value. If no AMF instances related to the indicated GUAMI can be found, the NRF may provide a list of NF profiles of candidate AMF instances in the same AMF Set. The other CP NF or AMF may select any AMF instance from the list of candidate AMF instances. If no NF profiles of AMF is returned in the discovery result, the other CP NF or AMF may discover an AMF using the AMF Set as below.
-	In the case of AMF discovery and selection functionality in AMF use AMF Set to discover AMF instance(s), the NRF provides a list of NF profiles of AMF instances in the same AMF Set.
-	At intra-PLMN mobility, the AMF discovery and selection functionality in AMF may use AMF Set ID, AMF Region ID, the target location information, S-NSSAI(s) of Allowed NSSAI to discover target AMF instance(s). The NRF provides the target NF profiles matching the discovery.
-	At intra-SNPN mobility, the AMF discovery and selection functionality in AMF may use AMF Set ID, AMF Region ID (along with NID of the SNPN that owns the AMF instances to be discovered and selected), the target location information, S-NSSAI(s) of Allowed NSSAI, AMF support of SNPN onboarding to discover target AMF instance(s). The NRF provides the target NF profiles matching the discovery.
-	At inter PLMN mobility, the source AMF selects an AMF instance(s) in the target PLMN by querying target PLMN level NRF via the source PLMN level NRF with target PLMN ID. The target PLMN level NRF returns an AMF instance address based on the target operator configuration. After the Handover procedure the AMF may select a different AMF instance as specified in clause 4.2.2.2.3 of TS 23.502 [3]. The source AMF may also select an AMF instance(s) in the target PLMN based on indication from 5G-AN to enable change of AMF during handover as specified in 5.4.11.5.
In the context of Network Slicing, the AMF selection is described in clause 5.15.5.2.1.
When delegated discovery and associated selection is used, the following applies:
-	If the CP NF includes GUAMI or TAI in the request, the SCP selects an AMF instance associated with the GUAMI or TAI and sends the request to a selected AMF service instance if it is available. The following also applies:
-	If none of the associated AMF service instances are available due to AMF planned removal, an AMF service instance from the backup AMF used for planned removal is selected by the SCP;
-	If none of the associated AMF service instances are available due to AMF failure, an AMF service instance from the backup AMF used for failure is selected by the SCP;
-	If no AMF service instances related to the indicated GUAMI (in the SNPN case, along with NID of the SNPN that owns the AMF instances to be discovered and selected) can be found the SCP selects an AMF instance from the AMF Set; or
-	AMF Pointer value used by more than one AMF, SCP selects one of the AMF instances associated with the AMF Pointer.
-	If the CP NF includes AMF Set ID in the request, the SCP selects AMF/AMF service instances in the provided AMF Set.
-	At intra-PLMN mobility, if a target AMF instance needs to be selected, the AMF may provide AMF Set ID, AMF Region ID, and the target location information, S-NSSAI(s) of Allowed NSSAI in the request, optionally NRF to use. The SCP will select a target AMF instance matching the discovery.
-	At intra-SNPN mobility, if a target AMF instance needs to be selected, the AMF may provide AMF Set ID, AMF Region ID along with NID of the SNPN that owns the AMF instances to be discovered and selected, and the target location information, S-NSSAI(s) of Allowed NSSAI, AMF support of SNPN onboarding in the request, optionally NRF to use. The SCP will select a target AMF instance matching the discovery.
-	At inter PLMN mobility, the source AMF selects indicates "roaming" to the SCP. The SCP interacts with the NRF in source PLMN so that the NRF in source PLMN can discover an AMF in the target PLMN via target PLMN NRF.

* * * * End of change(s) * * * *
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