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1	Overall description
SA2 thanks CT6 for their inquiry regarding SSC modes, SA2 has discussed the matter and determined that current SA2 specifications do not mandate a device to support specific SSC modes however as a PDU session requires one, the device must support at least one of the modes.  SA2 however, does further note that some services do mandate a specific SSC mode or modes – specifically TS 23.228 Annex Y requires SSC mode set to 1 for IMS PDU sessions, and TS 23.501 clause 5.13 lists SSC mode 2 and 3 as enablers for edge computing.
In answer to CT6 Questions:
1) Is it correct, if we handle SSC modes 2 and 3 as optional?
As described above all SSC modes are optional (although a device must support at least 1).  A device not expecting to use edge computing may not support modes 2 and 3.  While, SSC mode 1 is also optional, it is required for a device supporting IMS.
2) Is it possible to modify 3GPP TS 23.501 to explicitly state which SSC modes have to be supported?
TS 23.501 clause 5.13 states the use of SSC modes 2/3 are enablers for Edge computing and TS 23.228 states that SSC mode 1 is used for IMS.  As SA2 specifications already state which SSC modes need to be supported SA2 currently does not plan on changing its specifications.
3) If the support of SSC mode 2 and/or 3 is not optional but conditional, can you please specify the conditions?
As described above TS 23.228 states that SSC mode 1 is used for IMS, and TS 23.501 clause 5.13 describes the use of SSC modes 2 and 3 for edge computing.
2	Actions
To CT6
ACTION: 	3GPP SA2 kindly asks CT6 to take the above into consideration

3	Dates of next TSG SA WG2 meetings
TSG SA WG2 Meeting 149-e	e-Meeting         14-25 February 2022
TSG SA WG2 Meeting 150-e	e-Meeting         4-8 April 2022

