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	Reason for change:
	PCF will update the session binding information in BSF, but now in TS23.502/TS23.503, the BSF will not update the session binding information update in AF.
Case 1: AF may request the BSF about the PCF and related session binding information, and then AF does not communicate with the PCF immediately. So it is needed that when the PDU session related session binding information update in BSF (e.g. new UE mac address added in this PDU session), the BSF should notify this update to AF for the PDU session(which is identified by UE IP/MAC address).
Case 2: there are multiple devices behind the UE, and the devices may move between UEs, so the PCF may change for the specific device address,and such update should be notified to AF through BSF.
Case3: There is no need for AF finding every BSF for MAC address session binding, if the BSF can notify the session binding information update for the new MAC addresses.

	
	

	Summary of change:
	Adding BSF notify AF with session binding information update

	
	

	Consequences if not approved:
	AF can not get the correct time session binding information.
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<<< Start of changes >>>
[bookmark: _Toc83793857][bookmark: _Toc20149762][bookmark: _Toc27846554][bookmark: _Toc36187679][bookmark: _Toc45183583][bookmark: _Toc47342425][bookmark: _Toc51769125][bookmark: _Toc59095475][bookmark: _Toc20149834][bookmark: _Toc27846628][bookmark: _Toc36187756][bookmark: _Toc45183660][bookmark: _Toc47342502][bookmark: _Toc51769202][bookmark: _Toc59095553][bookmark: _Toc11137165][bookmark: _Toc5026447]5.2.13.2.6	Nbsf_Management_Susbcribe service operation
Service Operation name: Nbsf_Management Susbcribe
Description: NEF or AF or PCF for a UE can subscribe to be notified of newly registered or deregistered PCF for a PDU Session , or session binding information update (e.g. PCF information update because of MAC address added or removed) for the PDU Session. In addition, NEF or AF can subscribe to be notified of newly registered or deregistered PCF for a UE.
NOTE 1:	If BSF has already the requested information at the time of the subscription, it will accept the subscription request, and will immediately provide the results in the Outputs parameters.
Inputs, Required: SUPI, DNN(s) [Required, if PCF subscription is for a PDU Session], S-NSSAI(s) [Required, if PCF subscription is for a PDU Session], callback URI.
Inputs, Optional: GPSI. UE MAC address or IP address for the PDU session
NOTE 2:	It is up to stage3 to ensure an unambiguous error proof way for the BSF to differentiate between PCF for a PDU Session and PCF for a UE. This may or may not require providing the BSF additional input parameter(s).
Outputs, Required: When the subscription is accepted: Subscription Correlation ID.
Outputs, Conditional: One or more instance per (DNN, S-NSSAI) of (UE address(es) [If available], PCF address(es) [If available], PCF instance ID [If available], PCF Set ID [If available], level of Binding [If available] (see clause 6.3.1.0 of TS 23.501 [2])).
NOTE 3:	The parameter UE address(es) is not applicable in the case of PCF for a UE.
<<< Second of changes >>>
[bookmark: _Toc83793859]5.2.13.2.8	Nbsf_Management_Notify service operation
Service Operation name: Nbsf_Management Notify
Description: BSF can notify NEF or AF or PCF for a UE of newly registered PCF for a PDU Session or of deregistered PCF for a PDU Session, or session binding information update (e.g. PCF information update because of MAC address added or removed) for the PDU session.
Inputs, Required: Notification Correlation Information, One or more instance per (DNN, S-NSSAI) of (UE address(es) [Required, if PCF notification is for a PDU Session], PCF address(es), PCF instance ID [Conditional, if available] and PCF Set ID [Conditional, if available]), level of Binding [Conditional, if available] (see clause 6.3.1.0 of TS 23.501 [2]).
Inputs, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.

<<<End of changes >>>

