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	Reason for change:
	The AMF should indicate UE to initiate Registration Update procedure when it determines that the TAC receiving from gNB is not part of the RA. But when UE receiving such indication, it determines Registration Update is not needed since the TAC is one of the broadcasting TACs and according to TS23.501, Mobility Registration Update  does not need to be performed as long as at least one broadcast TACs is part of RA.
There is a anomaly handling between UE side and network side for registration update procedure in such case.

	
	

	Summary of change:
	When receiving Registration Update indication from AMF, the UE initiates registration update procedure no matter whether there is any supported TAC in the UE which is part of the UE Registration Area or not

	
	

	Consequences if not approved:
	Anomaly handling exists on mobility registration update procedure.
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*************** First change ***************
[bookmark: _Toc83301648][bookmark: _Toc45194840][bookmark: _Toc47594252][bookmark: _Toc51836883][bookmark: _Toc59101317]5.4.11.6	Support of Mobility Registration Update
[bookmark: OLE_LINK37]A radio cell for NR satellite access may indicate support for one or more TACs for each PLMN. A UE that is registered with a PLMN may access a radio cell and does not need to perform a Mobility Registration Update procedure as long as at least one supported TAC for the RPLMN or equivalent to the RPLMN is part of the UE Registration Area. A UE shall perform a Mobility Registration Update procedure when accessing a radio cell where none of the supported TACs for the RPLMN or equivalent to the RPLMN are part of the UE Registration Area. A UE shall perform a Mobility Registration Update procedure when receiving Registration Update indication from AMF regardless whether at least one of supported TACs are part of the UE Registration Area.
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