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1. Overall Description:
SA2 agreed so far to support two architecture variants for DCS in case of UE onboarding to a SNPN when the DCS is involved during primary authentication:
-	Variant 1: DCS includes AUSF and UDM functionalities
-	Variant 2: DCS includes AAA server functionality
[bookmark: _GoBack]SA2 assumes that certain DCS deployments can support both AAA and AUSF/UDM functionality to allow UE onboarding with ON-SNPNs that prefer to use either AAA server or AUSF/UDM.

Assuming that all UEs with default credentials issued by such a DCS use a common Home Network Identifier (HNI), provided in the Onboarding SUCI, SA2 further assumes that the ON-SNPN can determine whether to perform primary authentication via AAA server or via AUSF/UDM based on per-HNI local configuration.

Unrelated to the previous, SA2 also agreed that the AUSF in Onboarding SNPN skips the UDM selection (as from SA2 perspective UDM is not needed) and directly performs primary authentication towards DCS supporting AAA server functionality via NSSAAF based on local configuration. 

2. Actions:
To SA3 group.
ACTION: 	SA2 kindly asks SA3 to take the above information into account and provide any feedback on the feasibility of the above from security perspective as described above.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #149E   	February 14 – 25, 2022 			Elbonia
TSG-SA2 Meeting #150   	April 4 – 8, 2022 				TBD


