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1. Overall Description:
SA2 thanks CT1 for the LS on maximum number of MBS sessions that can be associated to a PDU session. SA2 discussed the LS and would like to provide the following feedback:

	currently CT1 assumes that the maximum number of MBS sessions that can be associated to a PDU session is limited to 4



SA2 response:

In MCPTT (mission critical push-to-talk), the UEs can be involved in multiple group calls in parallel (e.g. dispatchers following 16 calls may be connected via mobile network). In TV delivery, the UEs may also be involved in multiple TV channels together with associated data channels to build mosaic channel. 
Therefore maximum 4 MBS sessions that can be associated to a PDU session is not considered sufficient, and SA2 would like to recommend allowing maximum 32 MBS sessions that can be associated to a PDU session to be more flexible and future proof. 
As the actual use cases are under the remit of SA4 and SA6, SA2 would also respectfully ask SA4 and SA6 to provide feedback if there are any concerns with SA2 recommendation.

2. Actions:
To CT1, SA4, SA6:
ACTION: 	SA2 kindly asks CT1, SA4, SA6 to take the above information into account. SA2 respectfully asks SA4 and SA6 to provide feedback, if needed.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #149E		February 14 - 25, 2022			Elbonia

