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[bookmark: _Toc73625617][bookmark: _Toc83206726]6.5.1.2.2	N3IWF selection procedure for 5G ProSe Layer-3 Remote UE procedure
When the 5G ProSe Layer-3 Remote UE relays traffic over 5G ProSe Layer-3 UE-to-Network Relay that supports N3IWF, the 5G ProSe Layer-3 Remote UE selects the N3IWF using the N3IWF selection procedure that is specified in clause 6.3.6.2 of TS 23.501 [4] for untrusted non-3GPP access with the following differences.
To support the N3IWF selection for 5G ProSe Layer-3 Remote UE, a 5G ProSe Layer-3 Remote UE is configured by HPLMN with N3IWF identifier configuration for 5G ProSe Layer-3 Remote UE and 5G ProSe Layer-3 UE-to-Network Relay access node selection information as described in clause 5.1.4.1.
When the 5G ProSe Layer-3 Remote UE decides to select an N3IWF in the HPLMN, the 5G ProSe Layer-3 Remote UE uses the N3IWF identifier configuration for 5G ProSe Layer-3 Remote UE, if configured, to find the IP address of the N3IWF in the HPLMN. Otherwise, 5G ProSe Layer-3 Remote UE constructs N3IWF FQDN based on either the Tracking Area Identity FQDN or on Operator Identifier FQDN of the 5G ProSe Layer-3 UE-to-Network Relay node selection information.
To assist the 5G ProSe Layer-3 Remote UE with N3IWF selection, the 5G ProSe Layer-3 UE-to-Network Relay supporting N3IWF access advertises the 5GS TAI corresponding to the serving cell, as defined in clause 5.8.3.2, in the TAI announcement procedure as defined in clause 6.5.1.X5G ProSe UE-to-Network Relay Discovery procedure as defined in clause 6.3.2.3.
A 5G ProSe Layer-3 Remote UE constructs the FQDN using either Tracking Area Identity FQDN or on Operator Identifier FQDN and selects the N3IWF using the procedures of N3IWF selection in clause 6.3.6.2 of TS 23.501 [4].


* * * * Start of Next Change * * * *
6.5.1.X	TAI announcement procedure
TAI announcement procedure outlined in Figure 6.5.1.X-1 allows an authorized 5G ProSe Layer-3 Remote UE to request a 5G ProSe Layer-3 UE-to-Network Relay to announce the TAI of the serving cell of the 5G ProSe Layer-3 UE-to-Network Relay. The announced TAI may be used by the 5G ProSe Layer-3 Remote UE to select a N3IWF.


Figure 6.5.1.X-1: TAI announcement procedure
1.	5G ProSe Layer-3 Remote UE requires the TAI of the serving cell of the 5G ProSe Layer-3 UE-to-Network Relay. The 5G ProSe Layer-3 Remote UE may need the TAI of the 5G ProSe Layer-3 UE-to-Network Relay to select a N3IWF, e.g. after the 5G ProSe Layer-3 Remote UE selects a 5G ProSe Layer-3 UE-to-Network Relay with N3IWF support and establishes a connection for unicast mode communication as specified in clause 6.5.1.2.1.
2.	The 5G ProSe Layer-3 Remote UE sends to the 5G ProSe Layer-3 UE-to-Network Relay a TAI Announcement Request to obtain the TAI of the 5G ProSe Layer-3 UE-to-Network Relay's serving cell. 
3.	The 5G ProSe Layer-3 UE-to-Network Relay acknowledges receipt of the request in step 2 with a TAI Announcement Response.
4.	The 5G ProSe Layer-3 UE-to-Network Relay announces the TAI of the serving cell by sending Relay Discovery Additional Information message as defined in clause 5.8.3.2.
NOTE:	The 5G ProSe Layer-3 UE-to-Network Relay can send the Relay Discovery Additional Information message more than one-time if there is other 5G ProSe Layer-3 Remote UE that has connected to the 5G ProSe Layer-3 UE-to-Network Relay but not yet requested to announce the TAI to the 5G ProSe Layer-3 UE-to-Network Relay. This can make the other 5G ProSe Layer-3 Remote UE obtain the TAI of the 5G ProSe Layer-3 UE-to-Network Relay without requesting it.


* * * * End of Changes * * * *
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