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	Reason for change:
	The following EN on Non-Allowed Area remains unresolved:

Editor's note:	It is FFS on mobility restriction when the 5G ProSe UE-to-Network Relay and 5G ProSe Remote UE locate in Non-allowed area.
For Layer-3 Remote UE, Service Area Restriction is not applicable as there is not direct signalling connection between Layer-3 Remote UE and the network.

For Layer-3 Relay, Layer-2 Relay or Layer-2 Remote UE, the same principles of Non-Allowed Area as defined in clause of TS 23.501 should be applied. For UE-to-Network Relay Discovery and Communication, the 5G ProSe UE-to-Network Relay and the 5G ProSe Remote UE shall follow the principles of a UE in limited-service state which is already defined for Forbidden Area.

Core Network type restriction and Closed Access Group are not applied to 5G ProSe Remote UE or 5G ProSe UE-to-Network Relay.


	
	

	Summary of change:
	The following aspects are clarified:

1. Servcie Area Restriction is not applicable to 5G ProSe Layer-3 Remote UE.

2. In a Non-Allowed Area, the 5G ProSe Layer-2 Remote UE, 5G ProSe Layer-2 UE-to-Network Relay or 5G ProSe Layer-3 UE-to-Network Relay follows the same principles as specified in clause 5.3.4.1 of TS 23.501 [4] for communication with the network.

3. In a Non-Allowed Area, for UE-to-Network Relay Discovery and Communication, the 5G ProSe UE-to-Network Relay and the 5G ProSe Remote UE shall follow the principles of a UE in limited-service state.

4. Core Network type restriction is not applicable to 5G ProSe Remote UE or 5G ProSe UE-to-Network Relay.

5. Closed Access Group information is not applicable to 5G ProSe Remote UE or 5G ProSe UE-to-Network Relay.

The EN is removed with the above clarifications.


	
	

	Consequences if not approved:
	EN remains unresolved and lack of clarifications on mobility restrictions.
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****************** FIRST CHANGE ***************
[bookmark: _Toc91144869][bookmark: _Toc66701831][bookmark: _Toc69883489][bookmark: _Toc73625499][bookmark: _Toc83206599]5.4.3	Mobility Restrictions for 5G ProSe UE-to-Network Relay
The handling of Mobility Restrictions for 5G ProSe UE-to-Network Relay case follows the principles as specified in clause 5.3.4.1 of TS 23.501 [4] with the following additions:
[bookmark: _GoBack]-	Forbidden Area:
-	In a Forbidden Area, for UE-to-Network Relay Discovery and Communication, a 5G ProSe UE-to-Network Relay and a 5G ProSe Remote UE shall follow the principles of a UE in limited-service state as specified in clause 5.9.
-	Servcie Area Restriction:
	Servcie Area Restriction is not applicable to 5G ProSe Layer-3 Remote UE.
-	Non-Allowed Area:
In a Non-Allowed Area, the 5G ProSe Layer-2 Remote UE, 5G ProSe Layer-2 UE-to-Network Relay or 5G ProSe Layer-3 UE-to-Network Relay follows the same principles as specified in clause 5.3.4.1 of TS 23.501 [4] for communication with the network. The 5G ProSe Layer-2 UE-to-Network Relay is not allowed to relay 5G ProSe Layer-2 Remote UE traffic.
In a Non-Allowed Area, for UE-to-Network Relay Discovery and Communication, the 5G ProSe UE-to-Network Relay and the 5G ProSe Remote UE shall follow the principles of a UE in limited-service state as specified in clause 5.9.
-	Core Network type restriction:
	Core Network type restriction is not applicable to 5G ProSe Remote UE or 5G ProSe UE-to-Network Relay.
-	Closed Access Group information:
	Closed Access Group information is not applicable to 5G ProSe Remote UE or 5G ProSe UE-to-Network Relay.
Editor's note:	It is FFS on mobility restriction when the 5G ProSe UE-to-Network Relay and 5G ProSe Remote UE locate in Non-allowed area.
****************** END OF CHANGES ***************

