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****************** START CHANGE ***************
[bookmark: _Toc91148717]5.40.1	General
Subject to operator policy and national/regional regulations, 5GS provides Disaster Roaming service (e.g. voice call and data service) for the UEs from PLMN(s) with Disaster Condition. The UE shall attempt Disaster Roaming only if:
-	there is no available PLMN which is allowable (see TS 23.122 [17]);
-	the UE is not in RM-REGISTERED and CM-CONNECTED state over non-3GPP access connected to 5GCN;
-	the UE cannot get service over non-3GPP access through ePDG;
-	the UE has been configured by the HPLMN with a non-empty list of PLMN(s) to be used in Disaster ConditionDisaster roaming service enabled; and
-	a PLMN without Disaster Condition is able to accept Disaster Inbound Roamers from the PLMN with Disaster Condition.
In this Release of the specification, the Disaster Condition only applies to NG-RAN nodes, which means the rest of the network functions except one or more NG-RAN nodes of the PLMN with Disaster Condition can be assumed to be operational.
[bookmark: _Toc91148718]
****************** NEXT CHANGE ***************
5.40.2	UE configuration and provisioning for Disaster Roaming
A UE supporting Disaster Roaming is configured with the following information:
-	Activation of Disaster Roaming service is enabled;
-	Optionally, list of PLMN(s) to be used in Disaster Condition.
The Activation of Disaster Roaming is performed enabled by the HPLMN with pre-configuration or using the UE Parameters Update via UDM Control Plane Procedure as defined in TS 23.502 [3]. The UE shall not perform disaster roaming if HPLMN has not configured enabled the UE with Activation of Disaster Roaming.
The optional 'list of PLMN(s) to be used in Disaster Condition' may be pre-configured in USIM or provided by the HPLMN during and after a successful registration procedure over 3GPP access or non-3GPP access via Registration Request procedure or UE Configuration Update procedure as defined in TS 23.502 [3]. The 'list of PLMN(s) to be used in Disaster Condition' may be configured over non-3GPP access before disaster condition has occurred.
While roaming (i.e. not in the country of the HPLMN), the Registered PLMN may provide the 'list of PLMN(s) to be used in Disaster Condition' during and after a successful registration procedure to the UE via Registration Request procedure or UE Configuration Update procedure as specified in TS 23.502 [3]. This list shall not alter any list provided by the HPLMN.
The details of the UE behaviour regarding the usage of this list are described in TS 23.122 [17] and TS 24.501 [47]. If the UE is not configured with 'list of PLMN(s) to be used in Disaster Condition', the UE follows the procedure described in TS 23.122 [17] to select PLMN to be used in Disaster Condition.

****************** Next CHANGE ***************
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