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Abstract: This contribution proposes a new key issue for FS_EDGE_ph2. 
1. Introduction
This contribution proposes a key issue related to the following WT #8.
	WT8) Investigate the potential need and solutions to avoid the UE to switch the EC traffic away from the EC PDU Session and 5GS altogether, due to conflicting connectivity preferences in the device (e.g. via means outside of 3GPP connectivity, e.g. non-integrated Wifi).



2. Text Proposal
It is proposed to capture the following changes in TR 23.700-48.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc93422590]5.6	KI#6: Avoiding UE to switch away from EC PDU Session
[bookmark: _Toc93422591]5.6.1	Description
Editor's note:	This key issue corresponds to Work Task #8 in SP-211638. This sub-clause can be further improved based on contributions.
When edge computing being deployed over 5G system, it may be required to avoid a UE to switch edge computing traffic away from its dedicated PDU Session or from 5GS in order to keep utilizing the 5GC-provided features for edge computing. For example, if the edge computing traffic is offloaded to non-3GPP access outside of the PDU Session (e.g. non-integrated WiFi), it is not possible to offer 5GC-specific features such as EAS discovery via EASDF and Edge Relocation. However, Rel-17 specifications do not address how to prevent the edge computing traffic from being switched away from its dedicated PDU session.
This key issue addresses the following aspect:
-	How can 5GS decide if it is required to avoid switching edge computing traffic away from an EC-dedicated PDU Session or from 5GS?
-	How can 5GS (de)activate such switching control for edge computing service traffic?
-	What information is necessary for UE to control switching edge computing traffic away from the dedicated PDU Session?

* * * * End of changes * * * *
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