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1. Overall Description:

SA2 thanks CT1 for their LS about RSC determination in L3 U2N relay scenarios, and how the Layer-3 Remote UE determines the RSC to use based on the current stage 2 specification.

Please find below SA2 answer to the question:

…
In this process, CT1 wonders how the remote UE can determine the RSC for relay discovery as it seems to be absent (as no other component is allowed to be transferred together with the “5G ProSe Layer 3 UE-to-Network Relay Offload indication” in the same RSD, and thus the remote UE has no idea which RSC should be used for this application).
Furthermore, given not suitable RSC is selected by the remote UE, it may result in that the relay UE establishes relay PDU session using the PDU session parameters associated with the RSC not suitable for the remote UE.
So CT1 believes that, based on the current stage 2 specification, the remote UE cannot determine the right RSC for relayed traffic, and hence CT1 would like to ask the following question to SA2.

Question: As in the above-mentioned scenario, so how can the remote UE determine the correct RSC for relay discovery?

SA2 Answer: 
As pointed out by CT1, SA2 agrees that how the Layer-3 Remote UE can determine the correct RSC is absent in the specification. To resolve this issue, SA2 has agreed the attached CR for Layer-3 Remote UE RSC determination, in which the URSP rule is enhanced to include RSC together with ProSe Layer-3 UE-to-Network Relay indication, thus the RSC can be determined during URSP evaluation when an application starts. 


2. Actions:
To CT1
ACTION: 	
SA2 kindly asks CT1 to take the answer into account.

3. Date of Next TSG SA WG2 Meetings:
See https://portal.3gpp.org/Home.aspx?tbid=385&SubTB=385#/

