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Abstract: Addition a new key issue to support path switch between Uu and PC5 (WT#4).
1. Introduction/Discussion
Support of direct communication path switching between PC5 and Uu was not addressed within the Rel-17 timeframe in TR 23.752.
This contribution introduces the key issue for WT#4 in the SID.
WT#4.	Whether and how to support path switching between direct NR Uu communication path and direct NR PC5 communication path (i.e. non-relay case).
NOTE 2:	WT#4 does not target to support session continuity (e.g. IP address preservation) during path switching.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-33.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change (all new) * * * *
[bookmark: _Toc435670433][bookmark: _Toc436124703][bookmark: _Toc509905226][bookmark: _Toc22286583][bookmark: _Toc23317644][bookmark: _Toc92987383]5.X	Key Issue #X: Path switch between Uu and PC5
[bookmark: _Toc435670434][bookmark: _Toc436124704][bookmark: _Toc509905227][bookmark: _Toc22286584][bookmark: _Toc23317645][bookmark: _Toc92987384]5.X.1	General description
This key issue addresses how to enhance 5GS to support direct communication path switching between a 5GC Uu reference point path and a PC5 reference point path for both commercial and public safety services. The communication path over the PC5 reference point means that the communication with another UE is performed by using 5G ProSe Direct Communication only and the communication path over the Uu reference point means that the communication with another UE is performed via the network as described in TS 23.304 [x].
As illustrated in figure 5.X.1-1, UE 1 and UE 2 perform the path switching between a 5GC Uu path and a PC5 path.


Figure 5.X.1-1: Example scenario of path switching between Uu and PC5
At least the following aspects need to be studied in potential solutions:
-	How to enable network-controlled/network-assisted direct communication path switching between 5GC Uu path and PC5 path.
-	The functional entities and triggers that are responsible for direct communication path switching and the impact on the corresponding interfaces.
NOTE 1:	It is not a target to support session continuity (e.g. IP address preservation) during path switching, but minimisation of service interruption can be considered.
-	What are the possible impacts of direct communication path switching on QoS handling for ProSe Communication over PC5 path vs. over 5GC Uu path.
NOTE 2:	There is no RAN dependency on the study of this KI.
* * * * End of changes * * * *
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